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ABSTRACT 


As conventional memory technologies such as DRAM and Flash run into scaling challenges, archi- 
tects and system designers are forced to look at alternative technologies for building future computer 
systems. This synthesis lecture begins by listing the requirements for a next generation memory 
technology and briefly surveys the landscape of novel non-volatile memories. Among these, Phase 
Change Memory (PCM) is emerging as a leading contender, and the authors discuss the material, 
device, and circuit advances underlying this exciting technology. The lecture then describes architec- 
tural solutions to enable PCM for main memories. Finally, the authors explore the impact of such 
byte-addressable non-volatile memories on future storage and system designs. 
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phase change memory, non-volatile memory, storage, disks, systems 
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Preface 


The memory hierarchy plays a pivotal role in determining the overall performance of a computer 
system. Many applications, especially those in the server space, have large working sets and hence 
require high memory capacity. The demand for greater memory capacity is expected to continue into 
the future, even for commodity systems [111]. Several applications are also I/O intensive and hence 
require a high-performance storage system. Furthermore, it is important to minimize the speed 
gap between the processor, memory, and the storage system in order to achieve high performance. 
Finally, power consumption is an important criterion in designing and deploying computer systems 
and affects the overall electricity usage of the computing infrastructure and also cooling costs, both 
of individual machine components and also at the data center scale. 

The memory hierarchy of modern computers is designed such that the layers closer to the 
processor cores, such as the caches, provide low latency access whereas those layers farther away (e.g., 
main memory) provide higher capacity, albeit with longer access times. Moreover, the lowest layer 
of the memory hierarchy - storage - has also provided an additional property called non-volatility. 
A non-volatile medium is that which allows data to be read and written, but also for the written 
data to be retained for extended periods of time without the need for an external power supply 
to preserve the state. Static RAM (SRAM), Dynamic RAM (DRAM) and rotating disks have 
served as the bedrock technologies for designing processor caches, main memory, and storage for 
many years. However, continued use of these technologies poses several challenges. While SRAM 
provides low latency, it suffers from excessive power consumption (especially leakage power) and 
low density. DRAM provides high density, but again suffers from high power consumption and 
scalability problems [8]. While hard disk drives provide low cost-per-Gigabyte of storage, they 
suffer from high access latencies (several orders of magnitude higher than main memory) and also 
consume a significant amount of power. While replacing rotating disks with Flash memory, in the 
form of Solid-State Disks (SSDs), can provide a large performance boost for storage, there is still a 
wide gap in the performance between main memory and storage that needs to be narrowed. 

One way to address the density, power, performance, and scalability problems of the tra- 
ditional memory and storage technologies is to use a Non-Volatile Memory (NVM). Non-Volatile 
Memories are a set of memory technologies that provide the non-volatility property. While there 
are several promising NVM technologies that are being actively explored by academia and industry, 
the one technology that is closest to large-scale production is Phase Change Memory (PCM). PCM 
uses phase-change material that can be in one of two states - crystalline or amorphous - each of 
which has a distinct resistance that can be attributed to the state of a bit. Moreover, PCM pro- 
vides the ability to store multiple bits of data per memory cell and the latency of PCM-based main 
memory is closer to that of DRAM. While PCM provides several benefits, it also poses certain key 
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challenges, such as its limited write endurance and high write latency, that need to be addressed 


before this memory technology can be leveraged to build high-performance computer systems. The 


non-volatility property of PCM (and NVMs, in general) provide new opportunities and challenges 


for both computer architecture and the design of software systems. 


In this Synthesis Lecture, we provide a detailed overview of PCM and its use at three levels 


of system design: devices, architecture, and systems. We begin with an overview of the key physics 


that governs non-volatile memory, discuss several NVM technologies, and then provide a detailed 


exposition of PCM. We then discuss how PCM can be leveraged to architect main memory systems, 
discussing issues related to the latency, power, and reliability. We then discuss storage and systems 
issues related to the use of PCM and PCM-like Non-Volatile Memories. 


The organization of this Synthesis Lecture is as follows: 


Chapter 1 discusses the requirements for a next generation memory technology and briefly 
surveys the leading candidates that vie to fulfill these requirements. It then provides an overview 
of PCM material, device and circuit level innovations and discusses the outstanding challenges 
PCM has to overcome to enable their use in commercial applications. 


Chapter 2 discusses some of the recent proposals to leverage PCM in future main memory 
systems - particularly hybrid architecture schemes that use both PCM and DRAM as well as 
PCM-only approaches, and the related optimizations. 


Chapter 3 describes write cancellation and write pausing as a means to reduce the read latency 
increased caused by slow writes in PCM. 


Chapter 4 describes an efficient technique to perform wear leveling at line granularity while 
keeping the storage, latency, and extraneous write overhead to negligible level. 


Chapter 5 introduces the security problem in lifetime limited memories and provides an 
overview of recent security-aware wear leveling algorithms along with circuits that can detect 
such attacks at runtime. 


Chapter 6 describes efficient hard error correction for phase change memories including both 
hardware-software proposals and hardware-only proposals. 


Chapter 7 discusses systems level issues in using PCM and PCM-like byte-addressable NVMs. 
This chapter first discusses the use of the emerging NVMs in storage system design and presents 
a case study of a prototype PCM-based SSD. The second part of this chapter considers 
a broader set of systems issues from recent literature that examine the impact of the non- 
volatility property of NVMs to design software systems, memory interfaces, and optimize 
performance and energy-efficiency. 


This Synthesis Lecture is the outcome of a series of tutorials developed and presented by the 


authors at the 2010 IEEE International Symposium on High-Performance Computer Architecture 
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(HPCA), the 2010 IEEE/ACM International Symposium on Microarchitecture (MICRO), and the 
2011 Non-Volatile Memories Workshop (NVMW). As was the case for the tutorials, this Synthesis 
Lecture is intended for a broad audience: graduate students, academic and industry researchers, and 
practitioners. We believe that this lecture will serve as the starting point for the reader to learn about 
the devices, architecture, and systems concepts and ideas related to this exciting memory technology. 


Moinuddin K. Qureshi, Sudhanva Gurumurthi, and Bipin Rajendran 
October 2011 


CHAPTER. 1 


Next Generation Memory 
Technologies 


131 INTRODUCTION 


The urge to record and transmit information has been one of the primary driving forces that has 
fuelled the progress of human civilization. Long before the advent of paper and modern printing, 
human beings have been recording information on ‘non-volatile memory substrates’ — the ‘Lebombo 
bones’ discovered within the Border cave in Swaziland still retains the information (29 notches 
representing the duration of a lunar month) that was engraved on them some 37, 000 years ago [144]. 

During the last fifty years, we have made tremendous strides in documenting and retrieving 
information, thanks to the advances in semiconductor and magnetic memory devices. At the time 
of writing, all the information contained in the U.S. Library of Congress's web archives can be 
stored in approximately 100 hard-disk drives, at a cost of about US$ 5, 000 [134]. The ability to 
continually double the number of transistors approximately in every 18 months by shrinking their 
critical dimensions — known as Moore's Law scaling [125] — has also resulted in impressive progresses 
in computing capabilities. For instance, today's supercomputers can complete more than 10!° floating 
point operations per second (FLOPS) [53]. 

However, sustaining this rate of performance enhancements in computation, memory or 
storage into the next decade will become extremely challenging, due to limitations set by fundamental 
physics as well as economic factors [26, 87]. At the same time, our appetite for faster and cheaper 
computational capabilities is only growing with time. It is becoming evident that the realization of 
'exa-scale' (10/5 FLOPS) computational systems will require fundamental breakthroughs in memory 
capacity, speed of data access and reliability [201]. New ideas, materials and fabrication techniques 
will be necessary as it is unclear if conventional device scaling can provide the technology platforms 
necessary for these future systems. Novel materials such as chalcogenide alloys [94] and nano-scale 
fabrication techniques such as self-assembly [6] and nano-imprint lithography [32] hold promise to 
address this challenge. 

In this chapter, we will first describe some of the desirable characteristics of a next generation 
memory technology. We will then survey the key non-volatile memory candidates starting with 
Flash memory. The number of emerging memory candidates is quite vast, spanning a large number 
of material systems such as oxides, chalcogenides, organics and polymers, just to mention a few. In 
order to provide a concise and relevant exposition that could be useful to device and material physicists 
as well as computer architects and system designers, we will restrict our study to those technologies 
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that have already demonstrated Mbit-scale memory chips, which is a typical metric for technology 
maturity. The bulk of the chapter will be spent in explaining the fundamental physics of Phase 
Change Memory (PCM) materials and devices, including multi-level cell (MLC) programming. 
We will conclude the chapter by identifying the major reliability challenges associated with PCM 
and some potential solutions to address them. 


1.2 NEXT GENERATION MEMORY TECHNOLOGIES - A 
DESIDERATA 


A B C 
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Figure 1.1: Hysteresis curves of (A) ferromagnetic, (B) ferroelectric and (C) chalcogenide memory 
materials showing more than one stable physical state. When configured into memory devices, these 
different physical states result in a measurable difference in an electrical quantity such as its effective 
resistance or capacitance. 


Any material that exhibits some form of hysteresis in one of its electrically probable property is 
a candidate for realizing a memory device. Typically, this means that the material exist in more than 
one stable physical state, with a measurable difference in an electrical quantity such as its effective 
resistance or capacitance; with transition between such states mediated by external energy input 
in the form of voltage or current pulses (Figure 1.1). However, to become a cost-effective, viable 
technology, a set of stringent and exacting requirements have to be satisfied in addition to this basic 
criterion. We begin by listing some of the high-level features that are desirable in a next-generation 
memory technology: 
(a) Non-volatility — the ability to retain stored data for an extended period of time, in the absence 
of external power. 
(b) No moving parts — preference for a complete solid-state solution to enable integration with lean, 
mobile computing platforms of the future. 
(c) Low cost - memory market, being extremely cost sensitive, makes it inevitable that any new 
device have the potential to scale and achieve a target of less than US$ 1 per Giga-Byte (GB) of 
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memory!, and 

(d) Independent of transistor scaling — It is preferable for the fundamental data storage mechanism 
not to rely on transistor operation, due to the difficulties anticipated in scaling the critical dimensions 
and fundamental operating characteristics of complementary metal-oxide-semiconductor (CMOS) 
transistors. 





Table 1.1: Specifications for a next generation memory technology. 
Program/access time « 50 — 100 ns 
Programming energy/bit «1—10pJ 
Cell size < TOP* 

Number of bits per physical device 2—4 

Data retention > 10 years at 85°C 
Repeated programmability > 108 cycles 
CMOS compatibility (processing temperature) | < 450°C 











In addition to these features, an emerging memory technology should also satisfy certain 
specific requirements to meet the demands of the computational systems of the future, as listed in 
Table 1.1. The first criterion in this list relates to read and write latency of the memory device — 
it should be possible to complete the read and write operation at the device level in the range of 
10 — 100 ns, so as to maintain reasonable data transfer rates between the memory and microprocessor 
blocks in a modern computational system [158]. The second specification for a good memory device 
candidate is set by the operating power of the memory chip, which is dependent on the total energy 
spent in programming the device. This translates to a write current in the range of 10 — 1004A for 
a device programmed with a voltage pulse of amplitude 1V and pulse width of approximately 100 
ns. 

The next two criteria are related to the achievable capacity of the memory system. The phys- 
ical area occupied by the memory cell should be less than 10F?, where F is defined as the smallest 
lithographic dimension in a given technology node. Note that the smallest possible area for a litho- 
graphically defined memory cell in a uniform array of cells is 2Fx2F= 4F?, since 1F is necessary 
to pattern the memory element itself and another IF is necessary to pattern the minimum possi- 
ble spatial separation between two adjacent devices [26]. As a point of reference, typical dynamic 
random-access memory (DRAM) cell size is in the range of 4 — 8F? [177] while the area of a 
typical static random-access memory (SRAM) cell size is in the range of 125 — 200F? [79]. So, the 
requirement that memory cell area of an emerging contender should be less than 10F? is really a 
comparative statement with respect to the achievable density and cost of a DRAM chip. Further, 
each physical memory cell in technologies such as NOR and NAND flash could be programmed 
to distinct programmed states, thus storing multiple information bits in each device (log;[Number 


1At the time of writing, DRAM costs about US$ 10 per GB, NAND flash is approaching US$ 1 per GB and hard-disk drive is 
approaching US$ 0.1 per GB. 
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of resistance levels] = number of bits/cell). This feature, referred to as multi-level cell (MLC) pro- 
grammability, is desirable as it allows to approximately double or quadruple the memory capacity 
without proportionately increasing the physical real-estate devoted to memory. 

It should also be noted that typical memory systems are configured in a hierarchical manner, 
comprising of two-dimensional arrays, with memory cells connected at the intersection of perpendic- 
ular metal lines, called 'bit-lines' and ‘word-lines’ (Figure 1.2). In the periphery of such regular arrays 
of memory devices are CMOS logic circuits that allow controlled access to the memory cells for 
programming and reading the data stored in them. Also, in order to maintain good signal-to-noise 
ratio during sensing and prevent parasitic disturb of neighbouring devices during programming, es- 
pecially in large memory arrays, a switch with high on-off ratio (typically > 10°) such as a rectifying 
diode, bipolar junction transistor (BJT) or CMOS field effect transistor (FET) is incorporated in 
series with the memory device [51]. Further, it is also typical to provide extra memory devices and 
associated decoding circuitry on each word-line for redundancy and error correction. The capacity of 
a memory array is thus dependent not only on the area of the fundamental memory cell and its MLC 
capability, but also on the area of the peripheral circuits and the extra bits that are necessary to main- 
tain the reliability of stored data. A memory designer has to pay close attention to all these aspects 
in arriving at an optimal design solution. It is also worth mentioning that there are other exciting 
fabrication ideas that are pursued such as three-dimensional integration [162] and sub-lithographic 
cross-bar arrays [50] to enhance memory capacity beyond what is possible by conventional methods. 

The next two specifications in Table 1.1 are related to the reliability of the memory cell over 
prolonged use. There are two aspects to this: data retention and endurance. The first specification 
states that it should be possible to maintain the operating characteristics of the memory array even 
after subjecting it to 85 °C for a period of 10 years, which is typically the qualifying specification for 
flash memories [23]. Since the rate of data loss for memory technologies is typically an exponentially 
activated process, data retention measurements are typically conducted at elevated temperatures (in 
the range of 100 — 200°C), from which the retention times at 85°C can be obtained by extrapo- 
lation [133]. Endurance specification relates to the number of program/erase cycles each individual 
device in the array can be subjected to before failing to operate within the specified windows of op- 
eration. For DRAM, this is believed to be in excess of 10!5 cycles, while the endurance specification 
of flash memories have been drastically decreasing with scaling (now less than 10*) [21]. Seen in 
this light, meeting the endurance specification target of 10? cycles is quite aggressive for a nanoscale 
next generation memory technology. It should also be noted that both the endurance and retention 
targets are harder to meet in MLC technologies compared to their 1-bit counterparts. 

It is also of critical importance that the fabrication steps involved in the integration of novel 
memory candidates into an integrated chip are compatible with conventional CMOS processing 
which is used to build the peripheral control circuits of the chip. Typically, memory elements are 
integrated in the process flow after the completion of the fabrication steps for the CMOS devices, 
and this sets an upper limit to the thermal budget that the substrate can be subjected to, primarily 
to maintain the reliability of the semiconductor junctions and the low resistive silicide contacts of 
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Memory 
device 
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Figure 1.2: Typical memory systems are configured in a hierarchical manner, comprising of two- 
dimensional arrays, with memory cells connected at the intersection of perpendicular metal lines, called 
‘bit-lines’ and *word-lines'. A generic memory cell is represented in this figure by a access device (such 
as diode, FET, BJT, etc.) in series with a programmable memory device that exhibits hysteresis. In the 
periphery of such regular arrays of memory, devices are CMOS logic circuits that allow controlled access 
to the memory cells for programming and reading the data stored in them. 


the transistors. Hence, it is ideal if the maximum temperature necessary for the integration of the 
memory device can be limited to 450 °C [162]. 

The physical mechanisms underlying many of these desirable characteristics are intimately 
coupled with each other and careful engineering is necessary to trade-off one feature (for instance, 
retention time) to improve another (e.g., speed and programming energy) [192]. Hence, the de- 
velopment and integration of a memory device meeting all these exacting, and often competing 
requirements can be a challenging task and calls for careful materials and device optimization. 
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13 OVERVIEW OF FLASH MEMORY AND OTHER LEADING 
CONTENDERS 


Having set the expectations, we now proceed to understand the basic characteristics of some of the 
current leading contenders in the race for the next generation memory technology. We begin with 
a discussion on flash memory to understand why in spite of being mature and well-established, the 
search is on for an alternative technology. 


1.3.1 FLASH MEMORY 


A B 







Control gate—> 
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Figure 1.3: (A) Structure of flash memory cell showing the floating gate surrounded by dielectric ma- 
terial. (B) I-V characteristics of a flash memory cell in the programmed state and erased state — trapped 


charge carriers within the floating gate shift the effective threshold voltage of the transistor to the right. 
(Adapted from [23]). 


The central idea behind the Flash memory cell is simple — it is a transistor with an electrically 
programmable threshold voltage (For a good review, see [19, 23, 95, 143]). This is achieved by 
introducing an additional conducting layer in the gate stack of the conventional field effect transistor 
(FET) called the floating gate, completely surrounded by dielectrics (Figure 1.3A). The memory cell 
is programmed by applying bias voltages to the control gate and the drain, which causes tunnelling 
and trapping of charges in the floating gate, resulting in a shift of the effective threshold voltage of 
the device (Figure 1.3B). In the absence of external fields, the trapped charges within the floating 
gate are quantum mechanically confined, preventing them from escaping the potential barrier set 
by the large band-gap of the surrounding dielectric. The data stored in the memory cell is read by 
applying a small voltage (< 1 V) at the drain and measuring the current through the transistor. 
The dielectric layers have to be thick enough to prevent charge leakage after programming but 
thin enough to allow program/erase within reasonable amounts of time, while maintaining good 
coupling ratio (defined as the ratio of the control gate to floating gate capacitance and the overall 
floating gate capacitance). Poly-silicon is typically used for forming the gate layers, while silicon 
di-oxide (SiOz), ONO films (essentially a triple layered structure, comprising of a layer of silicon 
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nitride (Si3N4) deposited between two SiOz layers) or high-k dielectric materials could be used 
for forming the dielectric layers. For the 22 nm technology node, the International Technology 
Roadmap for Semiconductors (ITRS) projects that the effective tunnel dielectric thickness should 
be in the range of 6 — 8 nm and that of the inter-poly dielectric should be in the range of 9 — 10 
nm [69]. 


WL, 


WL, 


WL 


BL 





NOR NAND 


Figure 1.4: In NOR flash array, each memory cell is connected to the common drain contact making each 
of them directly accessible through the bit-line and word-line. In NAND flash array, multiple memory 
cells are configured in series, eliminating the source and drain contacts between devices, resulting in a 


more compact array (Adapted from [95]). 


Flash memory can be broadly classified into two categories - NOR flash and NAND flash 
memory, based on the organization of the memory array (Figure 1.4). In NOR flash array, each 
memory cell is connected to the common drain contact making each of them directly accessible 
through the bit-line and word-line. In NAND flash array, multiple memory cells are configured in 
series, eliminating the source and drain contacts between devices, resulting in a more compact array; 


the trade-off associated with this dense packing is that read speed for NAND flash (< 25 MBps) is 
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slower than that of NOR flash (~ 100 MBps). At 65 nm node, typical cell sizes demonstrated for 
NOR and NAND flash memory cells (accounting for MLC) are ~ 5F? and ~ 2F?, respectively [95]. 
At the time of writing, the most advanced NAND flash memory chip in the literature was a 64 Gb 
chip employing 3 bits/cell technology in 20 nm CMOS technology, with 64 memory cells connected 
in series within a block [141]. 

NOR flash memory is programmed (defined as the operation to increase the threshold voltage 
of the FET) using a phenomenon called channel hot-electron injection (CHED), where at sufficiently 
large drain bias (4 — 6 V) and gate bias (8 — 11 V) conditions, minority carriers in the channel 
accelerated by the drain field undergo impact ionization, gain enough energy to overcome the 
potential barrier of the dielectric and end up trapped within the floating gate. NOR flash memory 
erasure depends on a phenomenon called Fowler-Nordheim (FN) tunnelling, which is a quantum 
mechanical process by which electrons ‘tunnel’ through the triangular potential barrier created by 
the applied field (> 10 MV/cm). The typical cell gate bias for erase is —10 V at the control gate 
and 5 V at the source, while the drain and bulk terminals are kept at ground. CHEI programming is 
accomplished in few microseconds, while the FN erasure takes few milliseconds. Hence, a collection 
of cells in a string/block are erased in parallel. To read the cell, the control gate is biased at about 5 
V and the drain to about 1 V and the current through the cell (10 — 50uA) monitored to determine 
the state of the cell. 

Both programming and erasing of NAND flash memory is based on FN tunnelling, with 
voltages in the range of 15 — 20 V. The control gate is biased to high voltage for programming, 
while the substrate is biased to the high voltage for erasing. As the programming currents are in the 
nA range, multiple cells can be programmed in parallel, resulting in a higher write bandwidth (> 5 
MBps) for NAND flash compared to NOR flash (< 0.5 MBps) technology. Iterative programming 
techniques are often employed to tighten the distributions in threshold voltages of the devices in an 
array, and is necessary if MLC capability is required. T'he general strategy is to apply voltage pulses 
with increasing amplitudes interleaved with verify-read cycles to assess if the cell has achieved its 
target threshold voltage. For performing the read operation, the control gate of the selected device 
is held at ground, while the control gates of all the other devices on the BL are biased at ~ 5V. The 
state of the selected device is then determined by a sense amplifier on the BL that measures the 
current in the line while the BL voltage is clamped to a small voltage (< 1 V). 

It should be now clear that the primary objective in the design of flash memories, especially 
NAND flash, is to obtain the highest possible memory density. In fact, flash memory scaling has been 
one of the primary driving forces behind Moore's Law scaling, which in turn enabled its per bit cost 
to drop by a factor of more than 8, 000 in the 20 year period from 1987 — 2007 [95, 145]. However, 
this amazing reduction in cost comes at the cost of relatively poor read and write performance in 
comparison with DRAM or SRAM as well as a reduction in the maximum number of program/erase 
cycles with technology scaling. In fact, the nominal endurance specification for NAND flash memory 
has dropped from 10? cycles in 90 nm to 10^ cycles in 50 nm technology [21]. Beyond 22 nm node, 
the nominal endurance specification is not expected to exceed 10? cycles. This brings us to the main 
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limitations of flash memory technology and why scaled flash memory can not satisfy the memory 
requirements of a next generation computational system. 

A number of path breaking innovations in device engineering, lithography and system design 
has enabled flash memory scaling over the years. Some of these worth mentioning that are already 
incorporated into devices or that are being actively studied for potential deployment are advanced 
multi-layered gate stacks such as SONOS [58], TANOS [101], high-k dielectrics [193], nano- 
crystals [126], double patterning [59], MLC programming (3 bits per cell is already demonstrated) 
[141] and a 3-dimensional channel structure for future Tbit storage [77]. However, we are now 
reaching a point where many of the materials and device requirements to continue this scaling trend 
are meeting fundamental physical road-blocks or are becoming economically prohibitive [85]. 

As the critical dimensions scale down, the numbers of electrons that are stored at the floating 
gate per level is decreasing (for instance, approximately 100 electrons are stored at the 30 nm node 
corresponding to a threshold voltage shift of +6 V), to the extent that the loss of few electrons due 
to leakage can alter the state of the memory cell [85]. Further, it is become extremely challenging 
to maintain the aspect ratio of the gate stack needed to maintain a good coupling ratio, while 
keeping the cross-talk between adjacent cells manageable [23]. Since large electric fields are necessary 
to induce tunnelling of carriers over the potential barriers in excess of 3 eV, the quality of the 
dielectrics degrade quickly with cycling, especially as the dielectric thickness scale to the sub-10 nm 
regime [85]. The drastic reduction in the number of program/erase cycles and the limitations related 
to read/write bandwidth and random access are proving to be big obstacles in the path of deployment 
of flash memories in large enterprise systems. This has prompted the semiconductor materials and 
devices community to search for alternative candidates that can satisfy the requirements of future 
computational systems. 


1.3.2 FERRO-ELECTRIC RAM 


Ferro-electric RAM or FeRAM was one of the earliest contenders to vie for the position of a 
storage class memory technology [25]; the earliest proposal was to use the “snapping dipoles of 
ferro-electric materials" to store binary data [24, 153]. Polarization refers to the displacement of 
electronic charges in materials due to the application of external electric fields. In conventional 
dielectrics, the induced polarization vanishes when the external field is removed. In ferro-electric 
materials such as barium titanate (BaT1O3), lead zirconate titanate (PbZr,Ti,;_,O3), strontium 
bismuth tantalite (SrBiyTa2Og9), there are two stable states of polarization corresponding to the 
two stable configuration of ions within the unit cell of the crystal lattice. This polarization (called 
remnant polarization, P.) does not vanish when the external field is removed (Figure 1.5 A). 

The memory element consists of a ferro-electric capacitor made by sandwiching the ferro- 
electric material between metallic electrodes made of Pt, Ir, or oxides of transition metals such 
as RuO» and IrO». An access device (typically FET) is also needed to prevent cross-talk during 
programming and reading, configured either as a series element with the capacitor (1T-1C cell) 
[55, 89] (Figure 1.5 B) or as a string of FETs and capacitors connected in parallel, with the BL 
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Figure 1.5: (A) Ferro-electric materials have two stable states of remnant polarization (in the range of 
10 — 30C/cm7?), which can be used to encode binary data. Electric field required for programming is 
in the range of 0.5 — 1 MV/cm. The memory cell consists of a ferro-electric capacitor, with an access 
device (typically FET), configured either as (B) a series element with the capacitor (1T-1C cell) or (C) as 
a string of FETs and capacitors connected in parallel (chain FeRAM). (Adapted from [68, 89, 197]). 


contact shared with multiple cells (chain FeRAM) [197] (Figure 1.5 C). There are also proposals to 
integrate ferroelectric materials as the gate insulator of transistors to obtain a compact memory cell, 
though large chip-scale demonstrations utilizing this structure have not been reported [117]. 

The memory cell is programmed by applying a voltage pulses to the bit-line (BL) to write 
1 and to the plate-line (PL) to write 0. In the case of the 1T-1C cell, the word-line (WL) of the 
selected device is turned on to access the selected device, while the WL of the unselected devices is 
turned on in the case of chain FeRAM to bypass the unselected devices. Attainable cell sizes with 
these configurations are in the range of 4 — 15F?. The main attractiveness of this technology is that 
the read and programming pulses can be lesser than 50 ns and it is possible to get endurance typically 
about 10? cycles. 

The main limitation of FeRAM is that the read operation is destructive — in the typical 
measurement scheme, a voltage pulse is applied to the PL that takes the capacitor to one extreme 
of its hysteresis loop. If the remnant polarization in the ferroelectric capacitor is in a direction 
corresponding to the read voltage, a relatively small current flows through the ferroelectric capacitor. 
If the remnant polarization initially opposes the read voltage, the read voltage flips the direction of 
the remnant polarization, resulting in a relatively large current. As a result of the application of the 
read pulse, the capacitor always ends up in the same final state independent of the original stored 
data. Therefore, to maintain data integrity, each read operation has to be immediately followed by a 
write operation, so that the read data can written back into the memory cell. This write-after-read 
translates into a large endurance requirement for the memory cell (> 1016 cycles) [76]. 

Another issue that confronts FeRAM is its scalability. Typical values for the remnant po- 
larization for the commonly used ferroelectric materials is in the range of 10 — 304C/cm?, which 
translates to an effective charge of ~ 1000 electrons for a capacitor with an area of 20nm x20 
nm. This means that with conventional area scaling, the sense margin will continue to decrease, 
unless 3—dimensional structures are not employed. A further challenge is that the temperature nec- 
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essary for fabrication of the ferroelectric capacitor is in the range of 600 — 700°C due to the high 
crystallization temperature of these materials [41]. 

At the time of writing, the largest FeRAM memory chip demonstrated in literature is a 128 
Mbit chain-FeRAM from Toshiba Corporation, built in 0.13um process technology [187]. The 
memory cell size in this demonstration was 0.45umx0.56um= 0.252um?, with a cell charge of 
about ^ 13 fC and a cell signal of ~ 100 mV. The chip achieved a data-rate of 800 Mb/s/pin in 
read/write operation and 10P? read/write burst cycles. FeRAM products are used in niche applications 
such as RFID tags [128] and SONY Playstation 2 [37]. 


1.3.3 MAGNETIC & SPIN-TORQUE TRANSFER RAM 


The origins of Magnetic RAM or MRAM can be traced back to the invention of ferrite core memory 
in the early 1950s, where binary information was encoded in the clockwise/anti-clockwise magnetic 
polarity of the donut shaped ferrite cores [127]. The cores were programmed by the vector sum of 
the magnetic fields created by the currents flowing in the BL and WL. The memory cell did not 
have an access device as only the device at the intersection of the BL and WL experiences enough 
magnetic field to induce switching, with the unselected devices on either lines see only half the 
required field (a concept referred to as ‘half-select’). The read operation in ferrite core memories 
were also destructive, and the write-after-read concept employed in FeRAM was initially developed 
for ferrite core memory. The ferrite cores that were built in the final generations were about 0.2 — 0.3 
mm in diameter and the chips achieved a cycle time in the range of 100 — 200 ns. This was the most 
commonly used computer memory device in the period ranging from 1950s-1970s [152]. 

During the next 20 years, many ideas were pursued for improving the performance of mag- 
netic memories. Notable among them are the use of magnetic bubbles or domains for data storage 
(bubble memory [62]), use of magnetostriction for moving domain walls (twister memory [20]) and 
electroplating nickel-iron permalloy on wires (plated wire memory [43]). However, none of them 
found wide acceptance as their cost and performance was eclipsed by those of DRAM chips. 

The discovery of giant magneto-resistance (GMR) and the introduction of magnetic spin- 
valve devices in the 1990s lead to a resurgence in interest in MRAM s because of their potential for 
deployment as a universal memory [148, 198]. The simplest device structure comprises of a thin 
non-magnetic material sandwiched between two ferro-magnetic layers; the earliest demonstration 
was in a trilayer stack of Fe/Cr/Fe [11]. The resistance of the stack is found to be larger when 
the orientations of the ferromagnetic layers are anti-parallel compared to the parallel configuration 
(Figure 1.6 A). If the middle layer is made of an electrical insulator, the overall impedance as well 
as the resistance contrast for the two configurations of the ferromagnetic layers increases further 
— the conductivity modulation is due to a quantum mechanical phenomenon called tunnelling 
magneto-resistance (TMR) [124, 142]. Typical insulators used in such magnetic tunnel junctions 
(MTJ) include Al2Os, GeO and MgO and commonly used ferro-magnetic layers are CogoFei0, 
Co4oFe»oBoo and NigoFe»o. 
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GMR is based on the coupling and scattering of spin polarized electrons in the magnetic 
structure while TMR relies on spin - polarized electron tunnelling between the two ferromagnetic 
layers through the insulator. GMR (defined as (Rap — Rp)/Rp), where Rap and Rp are the 
resistances for anti-parallel (AP) and parallel (P) alignment of the magnetic layers) typically lie 
in the range of 20 — 30% while TMR values up to 600% has been demonstrated in MgO based 
systems [63]. 
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Figure 1.6: (A) The resistance of magnetic tunnel junctions (MTJ) depends on the relative orientation of 
the ferro-magnetic layers, up to 600% difference between the two configurations have been demonstrated. 
Also shown are the simplified schematic of (B) the conventional MRAM stack and (C) the toggle MRAM 
stack. (Adapted from [18, 210]). 


The earliest proposals for building magnetic memory arrays based on these new physical 
phenomena called for the integration of MT]s in cross-bar arrays, either in series with a select diode 
or by itself. Because of the low on-off ratio of the memory element, it is better to have an access device 
in series with the MTJ, especially for configuring large memory arrays [46]. For building memory 
cells, a multi-layered stack of magnetic materials is engineered such that the magnetic polarization 
of one of the ferromagnetic layers is held pinned, while the direction of polarization of the other 
layer could be flipped between two directions (Stoner-Wohlfarth switching) (Figure 1.6 B). In a 
more advanced version called the toggle MRAM (Figure 1.6 C), instead of a single free layer, two 
magnetic layers separated by a non-magnetic spacer layer is used — this configuration has better 
immunity to half-select disturb and thermal fluctuations [210]. The magnetic layers are typically 
2 — 5 nm thick while the insulator layer is 1 — 2 nm thick. Note that this is a highly simplified, 
conceptual picture of the MTJ stack; it is typical to have 8 — 10 distinct layers of ferromagnetic, 
anti-ferromagnetic, dielectric and other interfacial layers to ensure good thermal stability. 

The memory cell size in early demonstrations of conventional MRAMs was typically in the 
range of 40 — 50 F?, with a separate write word-line (WWL) in addition to the conventional BL 
and WL [18] (Figure 1.7 A). For programming, the select transistor is turned off, and the orientation 
of the free layer is flipped based on the magnetic fields set up by the programming currents flowing 
through the BL and WWL. For reading, the WL is turned on and a current proportional to the 
MTJ conductance is sensed at the BL. Both programming and read times under 10 ns, as well as 
write endurance in excess of 10!4 cycles could be achieved in these demonstrations [39, 40]. 
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The main limitation with Stoner-Wohlfarth and toggle MRAMs is that the required pro- 
gramming current density increases beyond 10 MA/cm? once the lateral dimension of the magnetic 
layers scale below 100 nm [150]. One ofthe alternatives that was pursued to get around this challenge 
was to temporarily lower the writing field of the MT] by Joule heating; this is done by applying 
current pulses through the memory element and surrounding metal wires to locally heat the MTJ 
volume [15]. 

Attention in the last 10 years have shifted to a novel form of MTJ programming, utilizing 
the spin-torque transfer (ST T) effect which was theoretically predicted in 1996 [17, 190]. The basic 
idea behind this scheme is that spin polarized currents caused by the interaction (transmission or 
reflection) with the pinned ferro-magnetic layer can exert a spin-torque on the free ferro- magnetic 
layer and flip its orientation. This scheme is inherently superior as the mechanism of switching 
is local (hence does not need an extra write WL) and the required programming current scales 
proportionately with physical scaling. 





Figure 1.7: (A) Conventional MRAM cell comprises of an FET to prevent sneak paths during reading, 
and a separate Write WL (WWL) to program the memory bit. (Adapted from [18]). (B) An STT-RAM 
cell does not require the write-WL as it is programmed and sensed by currents flowing through the MTJ. 
Most STT-RAM chip demonstrations so far utilizes two FETs connected in parallel with the MTJ, 
though this is not a requirement (Adapted from [199]). 


Early demonstrations of STT-RAM have been promising, with cell sizes down to 14 F?, 
programming pulse widths less than 10 ns, excellent thermal stability and cell endurance of about 
10? cycles [57]. Typical memory cells consist of two transistors connected in parallel with the 
MT] to provide the current necessary for programming (Figure 1.7 B). Bi-directional currents are 
required for programming — to obtain the parallel alignment of the magnetic layers, programming 
current flows from the free layer to the pinned layer and in the opposite direction to obtain the anti- 
parallel alignment [33, 199]. The required programming current density is in the range of 1 — 5 
MA/cm?, with the potential for further reduction with the use of perpendicular magnetic materials 
instead of the usual in-plane materials [211]. At the time of writing, the largest STT-RAM chip 
demonstrated in literature was a 64 Mbit chip in 54 nm technology, employing a 2-transistor, 1 MTJ 
cell; programming and read speeds less than 20 ns were achieved [33]. 
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Going forward, STT-RAM has the potential to grow into a universal memory because of 
its fast programming and read capability. However, careful engineering efforts will be required to 
decrease the effective cell size and also maintain the uniformity and reliability of multi-layered MTJ 


stacks over the entire wafer. Improving the on-off ratio of the MTJs will also boost the potential for 
MLC capability in STT-RAM [67]. 


1.3.4 RESISTIVE RAM 


The earliest reports of memory switching in what would today be classified as a Resistive RAM or 
RRAM date back to the early 1960s [48, 96]. Stable resistive states with an on-off ratio exceeding 
10° was observed in the oxides of Ni and Si; it was proposed that filament growth or re-distribution 
of impurity species within the active volume could explain the switching phenomena. Since then, a 
wide variety of materials have been shown to exhibit conductivity modulation and memory effects 
under high electric field conditions (typically > 10° V/cm). However, there is no unified theory to 
explain the fundamental basis of memory switching — depending on the material system, a wide 
variety of mechanisms have been proposed to explain the observed switching characteristics [70]. 

Before we discuss the various categories of resistive memory candidates, it is instructive to 
identify some characteristic features that are common to these devices. The memory device consists 
of an insulating material that is sandwiched between two metal electrodes; the typical insulating 
materials used are binary oxides of metals such as Ni, Ti, Zr, Cu, etc. [49, 189, 194, 205], transition 
metal oxides such as Pro.7Cap.3MnO3, SrZrO3, SrTiO3 [75], or solid state electrolytes such as 
Ge,Sei_x, AgoS, Cu5S [91]. The choice of the electrode material (e.g., Pt, Ti, Ag, Cu) is also 
important as the metal work function plays a crucial role in the memory switching effect [208]. Most 
of these memory candidates exhibit bi-polar switching, i.e., the switching behaviour depends on the 
polarity of applied electric field or current, primarily because of some spatial asymmetry in the device 
or material structure [104]. However, uni-polar operation is not uncommon either [56, 114]. Most 
devices in the RRAM family require a forming process, where a substantially different programming 
condition is first applied to an as-fabricated device, before it exhibits memory switching effects [215]. 
Also, for many device candidates, the magnitude of the on-state resistance is determined by the 
compliance limit of the programming current [47], but there are exceptions to this as well [113]. 
Many RRAM devices also exhibit a high degree of non-linearity in its I-V characteristics, in both the 
off and on states; this has buoyed the hopes for a true cross-bar array implementation that requires 
no external access devices [30]. 

We can classify the various RRAM devices based on some commonly proposed switching 
mechanisms. 


* Redox reaction 
In this class of devices, memory switching is based on reduction/oxidation (redox) electrochem- 
ical reactions that result in formation and dissolution of conducting filaments (e.g., NiO [82]) 
or a more homogeneous modification of conductivity at the interface between the active volume 
of the material and the metal electrode (e.g., Sm/Lao.7Cao.3MnO»3) [54, 173]. Redox reaction 
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Figure 1.8: Typical I-V curves observed for RRAM devices. (Adapted from [173, 213]). 


in these devices can be either cation mediated (e.g., Cu/Ta2O5/Pt [200]) or anion mediated 
(e.g., SrT1Os [13]), depending on the electrodes and the active material. The memory switch- 
ing seen in Pt/TiO2/Pt based memristor devices also falls in this category, as the conductivity 
modulation is explained on the basis of field induced movement of the boundary between the 
conductive T1O». , and the non-conductive TiO; within the active volume [207, 213]. The 
class of RRAM devices called programmable metallization cell (PMC) based on the growth 
and dissolution of a silver or copper electrodeposit in solid state electrolytes could also be 
considered to belong in this category [91]. 


Charge injection and trapping 

It is postulated that the memory effect seen in Ti/Pro.7Cao.3 MnO; [172], Ti/LazCuOy [174] 
and ZnO [103] based RRAMs could be attributed to the reversible voltage induced modulation 
of the Schottky-like barrier height at the metal/oxide interface due to charge injection and 


trapping. 


Mott metal-insulator transition 

Band theory of solids is essentially derived assuming periodic lattice structure of atoms in 
crystals, neglecting the electrostatic interaction between electrons. These electron-electron in- 
teractions are important in explaining the poor conductivity of transition metal oxides, in spite 
of having partially filled electron bands. Conductivity of such materials could be modulated by 
charge injection or doping - this transition from a strongly electron correlated insulator into a 
weakly electron correlated metal is called Mott metal-insulator transition [65]. It is believed 
that this mechanism is behind the resistance switching effects seen in Au/Pro 7 Cao, 3MnO3/Pt 
based RRAM devices [83]. 


Research efforts in the field of RRAMs are beginning to mature from basic materials physics 
and device engineering to large array scale demonstrations. The largest chip demonstration among 
this at the time of writing is a 64 Mbit 130 nm RRAM chip fabricated by Unity Semiconductors [30]. 
The chip consisted of 4 stacked layers of memory cells based on conductive metal oxide technology 
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(cell size 0.168,,m?, no access devices) and could achieve programming and erase based on half- 
select biasing schemes with pulse widths in the 1 — 10us range. There are also small 4-Mb test 
macro demonstrations based on CuTe-based conductive bridge RAM [7] and HfO, based bipolar 
RRAM [105]. These demonstrations have achieved sub-50ns read and programming time, 2-bits 
per cell MLC capability and good endurance characteristics (^ 10? cycles) [138, 186]. 

As is evident from the discussion above, there are a plethora of material/device systems that 
could be potential RRAM based next generation memory candidates, and so far, none has emerged 
as a clear winner. T here is considerable debate on the fundamental mechanism of memory switching 
in these devices as well as its scalability. The forming process necessary for many of these candidates 
is also an added burden in their paths to commercialization. The success of RRAM will depend on 
establishing a front runner among these candidates and unambiguously demonstrating its scalability 
and endurance potential. 


1.3.5 EMERGING MEMORY CANDIDATES AT A GLANCE 


We now list the key attributes and features of the emerging memory candidates discussed so far, as 
well as that of PCM in Table 1.2. This comparison shows that PCM has demonstrated significant 
progress and maturity to becoming a viable next generation memory candidate. In addition to large 
chip-scale demonstrations (1 Gb) in advanced technology nodes (down to 45 nm), there is significant 
understanding about the basic material and device physics, scaling theory and reliability of phase 
change memory, which will be the topic of our discussion in the following sections. 





Table 1.2: Comparison of metrics of largest chip demonstrated for various memory tech- 
nologies. Note that these may not be representative of the best-in-class demonstrations in 
other metrics. 






Metric Flash FeRAM STT-RAM RRAM PCM 





Technology node 27 nm 130 nm 54 nm 130 nm 45 nm 
Half-pitch, F 27 nm 225 nm 54 nm 200 nm 52 nm 
Memory area 0.00375um?2 | 0.2522um? | 0.041um? | 0.168um? 0.015um? 

Cell size SAIE) 5E? 14F? 4.2F? /4 5.5F? 
Chip size 64 Gb 128 Mb 64 Mb 64 Mb 1 Gb 
Write speed 7 MBps 83 ns « I5 ns 1= 10 ms | 100 — 500 ns 
Read speed 200Mbps 43 ns < 20 ns 100 ms 85 ns 
Vcc 2.1 —3.6V 1.9V 1.8 V 3—4V 1.8V 
Source [102] [187] [33] [30] [181] 























1.4 PHASE CHANGE MEMORY 


The origins of phase change memory can be traced back to the pioneering work of S. Ovshinsky on 
the physics of amorphous and disordered solids in the late 1960s; he proposed that the reversible 
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transitions between the ordered and disordered phases of chalcogenide glasses (alloys consisting of 
elements from the chalcogen family, e.g., O, S, Se, Te, etc.) that exhibit markedly different resistivity 
could be utilized to form solid state memory devices [140]. The transitions between the two phases 
of these novel materials could be achieved either electrically or via optical laser pulses [139]. This was 
almost immediately followed by what could be considered as the first array demonstration of PCM 
— a 256 bit "read mostly memory” configured as a 16 x 16 array of these ‘ovonic devices’ in series 
with integrated silicon diodes was demonstrated in 1970 [130, 131]. Programming was achieved by 
electrical pulses, with the key insight that the energy-time profile (and not just the energy) of the 
applied pulse is critical in determining the final state of the memory device. The initial assessments 
of the technology were very optimistic; it was projected that "cell densities approaching one million 
bit per square inch appear possible" [147]. 

In spite of this and other similar demonstrations [184], PCM failed to become the accepted 
choice for a solid state memory as the required programming energy was much larger than that for 
DRAM and flash memory. However, the good news is that the energy required for programming 
scales in proportion with the active volume of the phase change element, and is projected to scale 
below the pico-Joule range once the diameter of the active volume shrinks below 50 nm [94]. This, 
along with the difficulties for scaling flash memories has now opened a window of opportunity for 
PCM to enter the marketplace. 


1.41 PCM MATERIALS/DEVICE PHYSICS 


B 





Figure 1.9: (A) Typical R-T (normalized) curve of chalcogenide films show that the resistivity of 
amorphous phase is 5 — 6 orders of magnitude higher than the polycrystalline phases. Tı and T» are the 
temperatures where the transition to f.c.c and h.c.p phases take place. (B) I-V curves observed for PCM 
devices show that in the on state, the device behaves like a non-linear resistor. In the off state, the devices 
undergoes threshold switching at a critical bias (V+). (C) Ideal thermal profiles generated within the cell 
during SET and RESET programming. (Adapted from [26, 209]). 


A wide variety of materials exist in ordered (poly-crystalline or crystalline) and disordered 
(amorphous) form; however, chalcogenide phase change materials (e.g., Ge?Sb?Tes, GST in short) 
are ideally suited for realizing the next generation memory technology as it satisfies the following 
properties. 
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Resistivity contrast between poly-crystalline and amorphous phase 

The as-deposited (at room temperature) phase of the alloy is amorphous, with typical sheet 
resistivity greater than 10’Q/sq. On annealing, the resistivity of the film decreases as a function 
of temperature, until a drastic drop in resistivity is observed at about 150?C and 350?C. At 
150°C, the resistivity drops by a factor of ~ 100, while at 350°C, the drop is about a factor 
of 10 (Figure 1.9A). This drastic change in resistivity upon annealing has been attributed to 
the structural changes in the crystal ordering, as confirmed by X-ray diffraction analysis — the 
material first crystallizes to a metastable f.c.c lattice and then to a stable h.c.p phase at these 
two temperatures, respectively [44]. Even though the resistance contrast between the ordered 
and disordered phases in thin films can be in the range of 10° — 108, typical on-off ratio that 
is achieved in phase change memory devices is in the range of 100 — 500 [209]. 


Stable phases at operating temperatures 

The amorphous and the h.c.p phases of the alloy are thermodynamically stable and memory 
cells built based on these materials can retain their state for extended periods of time (> 10 
years), even at elevated temperatures (~ 85°C). It has also been demonstrated that as the 
physical dimensions of the materials scale, it is possible to engineer the alloy composition 
or interfaces such that these characteristic features necessary for non-volatile data storage 
mechanism are maintained [71, 166]. 


T E= 


Figure 1.10: In order to maintain reasonable programming currents, phase change memory devices are 


configured such that one of the critical dimensions of the current flow path is in the range of 10 — 50 nm. 


In the mushroom cell (A), a thin film of chalcogenide material is contacted by electrodes (typically TiN), 
with the diameter of the bottom electrode contact (BEC) in the range of 10 — 50 nm. In the pore cell 
(B), a nanoscale pore (dimension 10 — 50 nm) is filled with the chalcogenide material. In the bridge cell 


(C), a thin layer (5 — 50 nm thick) of chalcogenide material is deposited on top of patterned electrodes 
that are few 10s of nm apart. (Adapted from [26, 209]). 


Fast programming 
The phase change memory cell is typically configured as a thin film of the phase change 
material that is contacted on either sides by metal electrodes — some typical device structures 
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are shown in Figure 1.10. The transition between the two states in such a compact, nano-scale 
memory cell could be induced in the time scale of 5 — 500 ns by electrical pulses that cause 
Joule heating within the active volume of the material. To program the memory cell to a high 
resistance state (RESET operation), an electrical pulse is applied to raise the temperature 
of a substantial portion of the active volume of the chalcogenide alloy beyond its melting 
point (660 °C) (Figure 1.9C). The current density required for this is in the range of 5 — 20 
MA/cm? [51]. Since the thermal time constant of typical memory cells built in the sub-90 
nm technology generations is less than 10 ns, thermal steady state conditions can be attained 
in similar time scales and the molten volume can be quenched to the high resistive amorphous 
state if the fall-time of the RESET pulse is within a few nanoseconds. 


Programming the cell back to the low resistance state (SET operation) is also based on Joule 
heating to re-crystallize the amorphous material back to the poly-crystalline phase, and this 
typically requires raising the temperature to about 350?C (Figure 1.9C). However, the bias 
conditions necessary to create enough current flow and Joule heating to cause this temperature 
rise would have been enormous, but for a phenomena unique to chalcogenide phase change 
materials called threshold switching (originally also called ovonic threshold switching or OTS) 
[167]. Though the underlying physical mechanism is not clearly established, it is observed that 
the electrical conductivity of the amorphous material drastically and momentarily increases 
beyond a certain critical electric field (~ 50 V/um for GST) due to an electronic (and not 
atomic) transition [3, 92]. The bias voltage where this transition occurs is denoted as V;, 
typically about 0.8 — 1.2 V (Figure 1.9B). Thus, to SET a cell, an electric pulse is applied 
such that initially the bias across the phase change volume exceeds V; making the amorphous 
volume conduct. The current flow through the device is then controlled (for instance by 
suitably biasing the access device) so as to heat the amorphous volume to the crystallization 
temperature and anneal it back (Figure 1.9C). It is found that the one of the best methods 
to get a tight distribution of SET resistances in a collection of cells is to apply a pulse with 
a slow ramp down time so that the cell temperature is reduced gradually (in 50 — 500 ns). 
This rate of ramp down is primarily determined by the speed of crystallization of the phase 
change material, which can be either dominated by nucleation of crystal seeds or by growth 
of crystal front [217]. Commonly used chalcogenide Ge2Sb2Tes is a nucleation dominated 
material [151], while Te free GeSb alloys are growth dominated [202] and can be doped to 
combine fast crystallization speed with high crystallization temperature, buoying the hopes 
for a fast (« 100 ns programming) and non-volatile phase change memory technology [29]. 


Large endurance 

The chalcogenide material can be cycled between the amorphous and poly-crystalline states 
a large number of times. Although some atomic diffusion and segregation is expected at high 
temperatures which could potentially alter the alloy composition or in worst case create shorts 
and voids within the device structure [161, 171], these deleterious effects can be minimized 
to extend the lifetime of the memory cells to 10$ — 109 program/erase cycles. There is active 
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research in the materials and device engineering community to improve this further by design- 
ing programming schemes and alloy composition of the phase change material, specifically 
because there is some evidence that endurance loss mechanisms are dependent on the time 
the material spends in the molten state [52]. 


Also note that the high resistive amorphous phase has poor reflectivity compared to the low resistive 
poly-crystalline phase of the material in the 400 — 800 nm region of the electro-magnetic spectrum 
— this contrast in optical reflectivity is utilized to make CD-RW and DVDs [137]. 


1.4.2 PHYSICS OF PCM PROGRAMMING AND SCALING THEORY 


The physics of programming of PCM devices is governed by the heat diffusion equation, which 
states that the rate of change in temperature, T (r, t) is determined by the balance between energy 
input by Joule heating and thermal diffusion losses. 


dT (r, t) 


dio eMe. Dp? — v(-kvT (r, t)) (1.1) 





where p, k, d and Cp are the electrical resistivity, thermal conductivity, density and specific heat 
capacity of the material. J (r, t) denotes the current density at spatial point r at time t. It is important 
to note that these material parameters are themselves functions of temperature, crystalline fraction, 
etc., and non-linear finite element difference methods are necessary to actually solve for the heating 
profile within the structure. 





Table 1.3: Scaling trends for phase 


change memory assuming isometric scal- 


ing and neglecting non-linear effects. 











Scaling trend 

Physical dimension l/o 
Current density a 
Thermal time constant | 1/o? 
Programming current 1/a 
Electric field a 
Voltage drop across cell | 1 
Power l/a 
Device resistances a 
Melt radius l/a 
Threshold voltage 1/o 





However, analytical models built based on simplifying assumptions can provide crucial inputs 
for memory cell operation and design. For instance, it has been shown that there is an approximate 
linear relationship between the programming current magnitude and the radius of the molten volume 
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in the mushroom phase change element at steady state, suggesting that the programming current 
should scale in a linear fashion with device scaling (Figure 1.9A) [160]. The complete scaling theory 
can be worked out based on equation 1.1 neglecting the non-linear variations in material parameters 
with temperature [88], a summary of which is provided in Table 1.3. Note that even though the 
temperature rise needed for programming does not scale with device scaling, the volume of material 
that is being heated decreases and hence the programming power decreases as well. The electric field 
and device resistances also increases proportionately with physical scaling, which has implications 
on device read bandwidth and reliability. 

The above analysis assumes that the phase change characteristics of chalcogenide alloys are not 
size dependent. This is not the case in reality, as material parameters such as resistivity, crystallization 
temperature and speed, melting point, etc. depends on interface layers and volume-to-surface ratio of 
the material. For instance, the crystallization temperature is found to increase as the film thickness 
decreases [165] while the crystallization speed is expected to decrease for nucleation dominated 
alloys and increase for growth dominated alloys [164]. 

In this context, it is also worth mentioning that there is considerable interest in the properties of 
nanowires and nanoparticles made of phase change materials due to their potential to further increase 
device density and reliability. It has been shown that phase change nano-particles with diameters as 
small as 20 nm can still undergo phase transition on annealing [166] and that the resistance states 
obtained in Ge2Sb2Tes nanowires are more stable than that in thin films [107, 122]. PCM bridge 
devices (Figure 1.10C) built using ultra-thin (up to 3 nm thick) phase change materials have also 
been shown to exhibit excellent data retention and cycling characteristics [29]. These experiments 
have shown that phase change materials have excellent intrinsic scaling properties and that devices 
built of these materials are expected to scale beyond the 22 nm node. 


1.4.3 MEMORY CELL AND ARRAY DESIGN 


One of the primary objectives of the phase change element (PCE) design is to minimize the pro- 
gramming current while maintaining the device resistances at reasonable values so as to achieve good 
read and write speeds. The RESET programming operation is the current hungry operation, while 
the SET programming operation is the time consuming one. Since the RESET current density 
required for programming is in the range of 5 — 20 MA/cm7, at least one physical dimension of 
typical PCEs are patterned to be in the nano-scale range [9, 64]. It is critical that the variability 
associated with this feature be minimized as it is intimately related to programming current and de- 
vice resistances — there are processing techniques that can achieve regular array of nanoscale features 
that do not inherit the variability of conventional lithography [22, 159]. In addition, the thickness 
of the chalcogenide as well as surrounding dielectric films are critical in determining the thermal 
diffusion losses which affects the cooling rate within the active volume as well as thermal cross-talk 
between adjacent cells [108]. 

The phase change memory array is configured in a hierarchical manner, with the fundamental 
block in the array built with up to 1024 — 4096 bit-lines and word lines. At the junction of each 
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BL and WL is typically a PCE connected in series with an access device. The most preferred choice 
for an access device is the CMOS FET [74], as only minor process changes are necessary to modify 
the characteristics of FETs available in common foundry offerings to suit the needs of a memory 
array. However, it is often the case that the current drive capability of minimum sized FETs is much 
lesser than that required for PCM programming, necessitating the use of wider devices, leading to 
large cell area. Hence, memory designers employ BJTs and diodes as access devices since they have 
higher current drive per unit area compared to FETs [109]. The diode or BJT based memory arrays 
also have the added advantage that the BL/WL contact in each line could be shared among 4 — 8 
devices, allowing a further reduction in cell size. 

Employing diodes and BJTs as access device, PCM arrays with cell sizes in the range of 
5.5F? — 11.5F? have already been demonstrated [136, 181]. However, this comes at the cost of added 
process complexity, primarily because these devices needed to be integrated in crystalline silicon 
substrates (before the metal levels and memory devices themselves are fabricated). For instance, the 
diodes in [136] are fabricated on crystalline silicon obtained by selective epitaxial growth and the 
memory array integration requires 4 extra mask levels in addition to the standard CMOS process 
flow. The configuration of the array and peripheral circuits also plays a critical role in determining 
the overall performance of the chip — for instance, higher array efficiency (which means longer BLs 
and WLs) comes at the cost of array access time [73, 106]. 


1.4.4 MLC PROGRAMMING IN PCM 


Another key aspect that is unique to PCM devices is that it is possible to program the cell to 
arbitrary intermediate resistance values between the minimum SET resistance (10 — 50 KQ) and 
the maximum RESET resistance (> 1 — 5 MQ). By varying the amplitude, pulse width or fall 
time of the electrical pulse, it is possible to control the size of the amorphous volume within the 
cell, thereby tuning the effective cell resistance [60]. It has been demonstrated that by applying 
rectangular pulses with increasing amplitude, the cell resistance can be increased proportionately 
and the cell resistance can be gradually decreased by applying trapezoidal pulses with increasing fall 
time [112, 129]. These strategies have been employed to demonstrate impressive MLC capability 
(up to 4 bits/cell) in PCM devices [132]. 

Iterative programming techniques are necessary to attain tight resistance distributions in 
MLC PCM [14]. With suitable write-read-verify programming schemes, it is possible to achieve 
well controlled distributions even for 4-bit MLC demonstrations with a small number (5 — 6) of 
iterations in conventional PCM devices [132]. An alternative strategy for MLC realization is to 
engineer the cell structure specifically for programming to intermediate resistance levels — examples 
of this include incorporating multiple chalcogenide layers with varying electrical resistivity [163] or 
cell structures with distinct parallel current paths [135]. 
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Figure 1.11: The programmed resistance states in PCM devices (A, units in KOhm) drifts upwards 





initially, and then decreases to-wards the crystalline state resistance. The rate of drift is higher for larger 
resistances. The programmed resistance increases due thermally activated atomic rearrangements in the 
amorphous volume (known as structural relaxation, B) and it decreases due to the reduction in the size 
of the amorphous volume due to crystallization (C). (Adapted from [61, 168, 188]). 


1.45 RELIABILITY 


The real challenge in the commercial deployment of a novel memory technology is in ensuring 
uniform performance from each of the billions of bits in the array. For this, it is essential to have 
fundamental understanding related to the failure mechanisms of the technology. Thanks to research 
efforts in the past five years, we are now in a position to not only predict and characterize various 
failure mechanisms, but also engineer solutions to circumvent some of these problems for PCM [31, 
86, 146]. 

One of the foremost reliability considerations of any non-volatile memory is data retention, 
and PCM suffers from two different mechanisms of data loss (Figure 1.11). The programmed 
resistance level can increase with time due to thermally activated atomic rearrangements in the 
amorphous volume (known as structural relaxation [61], Figure 1.11B) or can decrease with time 
due to decrease in size of the amorphous volume due to crystallization [188] (Figure 1.11C). These 
are not much of a concern for single level PCM as it is for MLC PCM - typical SLC PCM achieves 
the retention target of 10 years at 85°C [181]. The upward drift of resistance with time due to 
structural relaxation is found to obey a power-law model 


INY 
R(t) = R(to) (2) (1.2) 


where y is a drift-exponent that depends on the initial programmed resistance. Typical value of 
this drift parameter varies in the range of 0.01 — 0.1, increasing proportionately with the initial 
resistance magnitude [168]. Strategies to minimize and manage data retention loss due to drift 
is a topic of active research and there are many proposals to address this issue [10, 212]. One 
strategy to minimize the data loss due to crystallization has been to engineer the chalcogenide alloy 
composition to increase its crystallization temperature, without deleterious effects on its resistivity 
and other reliability metrics [93, 166]. 
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Two types of endurance failure mechanisms are observed in phase change memory cells - 
'stuck-set' and ‘stuck-reset’ cells [86]. It is believed repeated cycling can cause atomic segregation, 
resulting in Ge depletion and Sb accumulation, resulting in the cell being stuck at a low resistance 
state [161]. Stuck-reset failure occurs when the chalcogenide alloy gets physically separated from 
the electrode, creating a void in the critical current path [196]. It is also observed that the on-off 
ratio decreases with cycling, and the rate of this degradation depends on the time spent by the active 
volume in the molten state [52]. With careful materials processing and device engineering [216], it is 
possible to delay the onset of such degradation mechanisms and attain in excess of 108 program/erase 
cycles [181]. 

Program disturb and read disturb are two other issues that plague dense non-volatile mem- 
ories. Since PCM programming involves momentarily raising the cell temperature past 650 °C, it 
is essential to carefully chose the inter-cell dielectric material. It is also important to consider the 
thermal boundary resistances, especially at nanoscale dimensions where non-linear electron-phonon 
scattering mechanisms will play a key role in determining the heat transfer profile between neigh- 
bouring cells [169]. Electro-thermal simulations indicate that programming thermal disturb is not 
expected to be an issue even in minimum-pitch PCM arrays down to the 16 nm node [108]. Read 
disturb in PCM can be minimized by carefully choosing the bias conditions for sensing. Since the 
typical read voltages are in the range of 0.3 — 0.5V, there is negligible temperature rise during sens- 
ing, and hence does not affect the low resistance state of the cell. If the applied voltage is well below 
the threshold-voltage of the device, statistical models and experiments indicate that the probability 
of a memory cell programmed to the high-resistance suffering an accidental threshold switching 
event can minimized well below 1 ppb [99]. 

Another reliability concern unique to PCM is random fluctuations in measured resistance 
levels, which is believed to be caused by the statistical fluctuation in the number and energy density 
of trap states in the amorphous state of the chalcogenide alloy [42]. Recent studies have shown that 
a raw bit error rate of ~ 1074 is achievable for 3-bit/cell 1 Mb PCM - there are many efficient ECC 
strategies that are being pursued to boost the chip level reliability further [34, 98]. It should also be 
noted that unlike DRAM or SRAM, phase change memory technology does not suffer from soft- 
errors induced by charge-based radiation effects, making it suitable even for space applications [119]. 


1.4.6 PCMTECHNOLOGY MATURITY 


Even though the idea of chalcogenide material based data storage dates back to the early 1960s, the 
first publication that revived interest in the development of PCM technology appeared in 2001 [94]. 
Thanks to the concerted research in the next 10 years in various industrial and academic research 
laboratories, PCM technology development has progressed rapidly, with large array prototypes (512 
Mb - 1 Gb) built in advanced technology nodes (65 nm or 45 nm) now available for initial product 
sampling. It has also been reported that Samsung and Micron have announced the introduction 
of PCM memory chips in commercially available products such smartphones and mobile handsets 
as well as for use in embedded systems and solid state storage subsystems. There has also been 
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development of modeling and design tools for memory circuit design based on PCM [206], not 
to mention a wide variety of systems and architectural solutions proposed to manage the reliability 
challenges of PCM. 


1.4.7 CONCLUDING REMARKS 


From the discussion above, it should be clear that phase change memory has emerged as a leading 
contender to take the role of the next generation memory technology. Impressive progress has been 
made in basic materials, device engineering and chip level demonstrations including the potential 
for MLC programming and 3d-stacking [78]. In addition, there is a large body of knowledge on the 
failure mechanisms of this technology with active research efforts aimed at suppressing or managing 
these issues. Unlike other emerging memories, PCM satisfies the many stringent requirements that 
are necessary for enterprise applications as it combines the best features of NAND flash memory 
(such as retention) with those of DRAM and SRAM (read and write bandwidths). Supported by 
architectural and systems level solutions, PCM is poised to enable a revolution in next-generation 
computational systems, which is the topic of discussion of the following chapters. 
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CHAPTER 2 


Architecting PCM for Main 


Memories 


2.1 INTRODUCTION 


The increasing core-counts in modern high performance systems requires that the memory system 
must scale in capacity in order to accommodate the working set of the programs on all the processors. 
For several decades, DRAM has been the building block of the main memories of computer systems. 
However, with the increasing size of the memory system, a significant portion of the total system 
power and the total system cost is spent in the memory system. Furthermore, scaling DRAM to 
small feature sizes is becoming a challenge, which is causing the DRAM technology to shrink at a 
slower rate than the logic technology. Figure 2.1 compares the trend for on-chip core counts with 
respect to DRAM DIMM capacity (redrawn from Lim [80]). The processor line shows the projected 
trend of cores per socket, while the DRAM line shows the projected trend of capacity per socket, 
given DRAM density growth and DIMM per channel decline. 
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Figure 2.1: Trends leading towards the memory capacity wall. (Figure adapted from [80].) 


If the trends continue, the growing imbalance between supply and demand may lead to mem- 
ory capacity per core dropping by 30% every two years, particularly for commodity solutions. If 
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not addressed, future systems are likely to be performance-limited by inadequate memory capacity. 
Therefore, architects and system designers are motivated to exploit new memory technologies that 
can provide more memory capacity than DRAM while still being competitive in terms of perfor- 
mance, cost, and power. Two promising technologies that can bridge the gap between DRAM and 
Hard disk are Flash and PCM. 

Figure 2.2 shows the typical access latency (in cycles, assuming a 4GHz machine) of different 
memory technologies, and their relative place in the overall memory hierarchy. A technology denser 
than DRAM and access latency between DRAM and hard disk can bridge the speed gap between 
DRAM and hard disk. Flash-based disk caches have already been proposed to bridge this speed gap, 
and to reduce the power consumed in HDD. 
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Typical Access Latency (in terms of processor cycles for a 4 GHz processor) 


Figure 2.2: Typical access latency of various technologies in the memory hierarchy. 


However, with Flash being two to three orders of magnitude slower than DRAM, it is still 
important to increase DRAM capacity to reduce the accesses to the Flash-based disk cache. The 
access latency of PCM is much closer to DRAM, and coupled with its density advantage, PCM is 
an attractive technology to increase memory capacity. Furthermore, PCM cells can sustain 1000x 
more writes than Flash cells, which makes the lifetime of PCM-based memory system in the range 
of years as opposed to days for a Flash-based main memory system. 


2.2 PCM: BENEFITS AND CHALLENGES 


PCM is expected to be a scalable technology with feature size comparable to DRAM cells. Further- 
more, a PCM cell can be in different degrees of partial crystallization thereby enabling more than 
one bit to be stored in each cell. Several prototypes have demonstrated multiple bits per cell. Given 
the scaling advantage and multiple bits per cell, PCM can enable a larger main memory system in the 
same area. Furthermore, the non-volatile nature of PCM means significant leakage power savings. 

Unfortunately, PCM suffers from three major drawbacks. First, higher read latency. Current 
projections show that PCM is about 2x-4x slower than DRAM, which means a PCM only system is 
likely to have much higher memory latency, reducing performance. Second, higher write latency and 
energy. The latency to write a line in PCM memory is more than an order of magnitude higher than 
in DRAM. Furthermore, writes consume significantly high energy. Therefore, a heavy write traffic 
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would results in much reduced performance and higher power consumption. And, finally, PCM has 
limited write endurance. PCM cells are projected to endure 10-100 million writes, which means 
that a lifetime of PCM system would be limited due to endurance related wear-out. Several recent 
architecture studies have looked at mitigating these drawbacks of PCM in order to make it viable as 
a main memory candidate. This chapter describes three such proposals. The content of Section 2.3 
is derived from [100], Section 2.4 is derived from[218], and Section 2.5 is derived from[155]. 


2.5 PCMTAILORED ARRAY ORGANIZATION 


Lee et al. [100] looked at array architecture and buffer organizations that are well suited to PCM. 
Similar to conventional memory organization, PCM cells can be organized into banks, blocks, and 
sub-blocks. However, one can benefit in terms of power and performance by making PCM-specific 
optimizations to the memory array architecture. For example, PCM reads are non-destructive, there- 
fore it is not necessary to write back the row buffer if the data in the row buffer has not been modified. 

Conventional DRAM architecture implement both sensing and buffering using cross-coupled 
inverters. PCM architectures can separate sensing and buffering, where sense amplifiers drive banks 
of explicit latches. Such a decoupling can provide much greater flexibility in row buffer organization 
by enabling multiple buffered rows. Separate sensing and buffering enables multiplexed sense ampli- 
fiers too. Multiplexing also enables buffer widths narrower than the array width, which is defined by 
the total number of bitlines. Buffer width is a critical design parameter as it determines the required 
number of expensive current sense amplifiers. 

The number of sense amplifiers decreases linearly with buffer width, significantly reducing 
area as fewer of these large circuits are required. The area thus saved can be used to implement 
multiple rows with latches much smaller than the removed sense amplifiers. Narrow widths reduce 
PCM write energy too because each memory write is of a much smaller granularity. However, it 
can also negatively impact performance especially for applications that have high spatial locality. 
Fortunately, some of the performance penalty may be mitigated by a higher buffer hit rate because 
of larger number of row buffers. 

Lee et al. [100] compared the delay and energy characteristics of different buffer design space 
for PCM arrays. They observed that a knee that minimizes both energy and delay was: four 512B- 
wide buffers, instead of the single 2KB buffer for DRAM. Such an organization reduced the PCM 
delay and energy disadvantages from 1.6x and 2.2x to 1.1x and 1.0x, respectively, making PCM 
competitive with respect to DRAM. 


2.4 FINE-GRAINED WRITE FILTERING 


The write operation in PCM is expensive in terms of energy and can limit the usable lifetime of the 
system. Therefore, techniques that can reduce the write traffic to PCM can not only reduce energy 
consumption but also increase system lifetime. In a conventional DRAM access, a write updates the 
content of an entire row (also called a page) of a memory bank. Every bit in the row is written once. 
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However, a great portion of these writes are redundant. That is, in most cases, a write into a cell does 
not change its value. These writes are hence unnecessary, and removing them can greatly reduce the 
write frequency of the corresponding cells. Figure 2.3 shows the percentages of bit writes that are 
redundant for different benchmarks [218]. The percentage is calculated as the number of redundant 
bit-writes over the total number of bits in write accesses. The 'SLC' series represents redundant 
bit-writes in a single level PCM cell, i.e., each cell stores either ‘0’ or ‘1’. The ‘MLC-2’ and 'MLC-4' 
series represent multi-level PCM cells of 2 and 4-bit width. That is, each cell stores 4 (MLC-2) or 
16 (MLC-4) binary values. 
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Figure 2.3: Percentage of redundant bit-writes for single-level and multi-level PCM cells. (Figure 
adapted from [218].) 


There are several partial write techniques in literature that have tried to reduce the redundant 
writes in PCM. For example, writing back only modified words in a line to memory. However, fine 
grained techniques that can suppress redundant writes at bit level are much more effective than such 
word level filtering. Zhou et al. [218] proposed light weight circuitry to implement redundant bit 
removal. Removing the redundant bit-write is implemented by preceding a write with a read. In 
PCM operations, reads are much faster than writes, so the delay increase here is less than doubling the 
latency of a write. Also, write operations are typically less critical than read operations, so increasing 
write latency has less negative impact on the overall system performance. The comparison logic 
can be simply implemented by adding an XNOR gate on the write path of a cell, as illustrated in 
Figure 2.4. The XNOR output is connected to a pMOS which can block the write current when 
the write data equals the currently stored data. The XNOR gate is built based on pass-transistor 
logic, whose simple structure guarantees both small delay and negligible power dissipation. Given 
that frequently written bits tends to be spatially correlated, Zhou et al. also proposed the row shifting 
scheme to make the write traffic uniform across the bits in the line. 
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Figure 2.4: Circuitry for Redundant Bit Removal and Row Shifting. (Figure adapted from [218].) 


2.5 HYBRID MEMORY: COMBINING DRAM AND PCM 


PCM can be used as a replacement of DRAM to increase main memory capacity. However, the 
relatively higher latency of PCM compared to DRAM can still significantly degrade overall system 
performance. To address the challenges of PCM, Qureshi et al. [155] proposed a Hybrid Memory 
System consisting of PCM-based main memory coupled with a DRAM buffer. This architecture, 
shown in Figure 2.5, gets the latency benefits of DRAM and the capacity benefits of PCM. The larger 
PCM storage can have the capacity to hold most of the pages needed during program execution, 
thereby reducing disk accesses due to paging. The fast DRAM memory will act as both a buffer 
for main memory, and as an interface between the PCM main memory and the processor system. 
Given locality in access streams, a relatively small DRAM buffer (approximately 396 size of the PCM 
storage) can bridge most of the latency gap between DRAM and PCM. 

Ina hybrid main memory organization, the PCM storage is managed by the Operating System 
(OS) using a Page Table, in a manner similar to current DRAM main memory systems. The DRAM 
buffer is organized similar to a hardware cache that is not visible to the OS, and is managed by the 
DRAM controller. The buffer has SRAM-based tag-store that contains information about dirty 
bits and replacement policy. For simplicity, it is assumed that both the DRAM buffer and the PCM 
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Figure 2.5: PCM-based Hybrid Memory System. 


storage are organized at a page granularity. The DRAM cache reduces the read and write traffic to 
PCM. The write traffic is visible to PCM when dirty pages are evicted from the DRAM buffer. As 
PCM write latency is high, a write queue (WRQ) is provided to buffer the dirty pages evicted by 
the DRAM buffer to be written to PCM. 


2.5.1 OPTIMIZATIONS FOR HYBRID MEMORY 


Qureshi et al. [155] also proposed write filtering techniques that further reduce the impact of writes 
to the performance, energy, and lifetime of PCM. The first technique Lazy Write Architecture avoids 
the redundant write to dirty pages. It does so by installing all pages in DRAM and writing the pages 
to PCM only on DRAM eviction. The second technique Line Level Writeback (LLWB) exploits the 
fact that not all lines in a dirty page are dirty. It keeps per-line dirty bits and only writes the dirty 
lines from DRAM to PCM on eviction. The third scheme Page Level Bypass, bypasses pages from 
PCM for streaming applications, thereby avoiding writes completely for applications that have poor 
reuse. 


2.5.2 PERFORMANCE OF HYBRID MEMORY 


Qureshi et al. [155] evaluated the hybrid memory proposal with diverse set of workloads using a full 
system configuration, assuming that PCM has 4X the density and 4X the latency of DRAM. The 
benchmark set used consists of database workloads, data mining and numerical kernels, and streaming 
workloads. Figure 2.6 shows the normalized execution time of four systems: baseline 8GB DRAM, 
32GB PCM-Only system, 32GB DRAM, and the hybrid memory system. On average, relative to 
the baseline 8GB system, the PCM-only 32GB system reduces execution time by 5396 (speedup 
of 2.12X) and the 32GB DRAM only system reduces it by 70% (speedup of 3.3X). Whereas, the 
hybrid configuration reduces it by 66.6% (speedup of 3X). Thus, the hybrid configuration provides the 
performance benefit similar to increasing the memory capacity by 4X using DRAM, while incurring 
only about 13% area overhead while the DRAM-only system requires 4X the area. Qureshi et al. 
also reported significant savings in energy and power with PCM-based hybrid memory compared 
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toa DRAM-only system further emphasizing that hybrid memory is a practical and power-efficient 
architecture to increase memory capacity. 
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Figure 2.6: Execution Time (normalized to 83GB DRAM). 


2.6 CONCLUDING REMARKS 


The trend towards increasing core counts in future systems means that the importance of large 
capacity main memory system is only likely to increase. PCM offers a practical means of scaling 
memory capacity in a power-efficient manner. In this chapter we discussed initial set of studies that 
proposed PCM-based memory system, either as a DRAM replacement or as hybrid memory. The 
non-volatile nature of PCM also enables it to be used for seamless checkpointing and for enabling 
quick restart in case of failure. Efficiently architecting PCM for main memory system and leveraging 
its non-volatile property for power-efficiency and reliability continues to be a key research topic. 
One of the challenges in architecting PCM systems is the slowdown due to contention from long 
latency writes. The next chapter describes solutions to address that challenge. 
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CHAPTER 3 


Tolerating Slow Writes in PCM 


3.1 INTRODUCTION 


A characteristic of PCM, similar to most other non volatile memories, is that it has write latency 
much higher than read latency. A write latency of 4x-8x compared to read latency is not uncommon. 
A higher write latency can typically be tolerated using buffers and intelligent scheduling if there 
is sufficient write bandwidth. However, once a write request is scheduled for service from a PCM 
bank, a later arriving read request for a different line to the same bank must wait until the write 
request gets completed. Thus, the write requests can increase the effective latency for read requests. 
Read accesses, unlike write accesses, are latency critical and slowing down the read accesses has 
significant performance impact. This chapter quantifies the slowdown due to long latency writes 
and then describes simple extensions to a PCM controller that alleviates most performance lost due 
to slow writes. The content of this chapter is derived from [157]. 
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Qureshi et al. [157] quantified the contention of long latency writes on read requests. Figure 3.1 
shows the effective read latency (average) and performance for their baseline PCM system with 
contention-less read latency of 1000 cycles (the configuration has 32 banks, each with a large write 
queue, details in [157]). The write latency is assumed to be 8000 cycles and the baseline uses read 
priority scheduling. For comparison, configurations where the baseline does not use read priority 
scheduling, writes incur same latency as reads, and writes consume zero cycle latency are also shown. 

The time that elapses between the time at which the read request enters a PCM read queue 
and the time at which it finishes service by a PCM bank is defined as Effective Read Latency. The 
effective read latency for the baseline is 2290 cycles, which is 2.3x compared to the contention-less 
latency of 1000 cycles. Without read priority scheduling the baseline would have latency of 2788 
cycles. If write latency was identical to read latency (1000 cycles) then the effective read latency 
reduces to 1159 cycles, indicating most of the contention is due to writes and that the write caused 
delay of reads is a problem only in Asymmetric Write Devices (AWD). If all the contention due to 
writes is removed then there is a potential to improve system performance by as much as 6196 (on 
average). 
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Figure 3.1: Read Latency and Performance Impact of Slow writes. Baseline configuration has read 
latency of 1K cycles, and write latency of 8K cycles. 


33 WRITE CANCELLATION FOR PCM 


In a conventional memory system, when a read request or a write request is scheduled for service 
to a bank, that bank is busy until the service is completed. For DRAM systems, the operations 
for reading or writing are similar in that both types of requests have similar latency and incur a 
bank write (given that reads are destructive). However, in case of PCM, read and write requests 
have markedly different latency. When a bank is busy servicing a write request, a later arriving read 
request waits, which increases the effective read latency. A simple technique to improve read latency 
in presence of contention from write request is to cancel the write in favor of processing the pending 
read request [195]. This is called as Write Cancellation. 

To implement Write Cancellation, PCM devices are equipped with the ability to stop doing 
the write when the write enable signal is deactivated. The data located at the address being written 
can end up in a non-deterministic state. However, a copy of the correct data is always held in the 
write queue until the write completes service. To ensure correctness, a read request that matches a 
pending write request is serviced by the write queue. Write Cancellation reduces the average effective 
read latency from 2290 cycles to 1486 cycles. 

To avoid starvation of writes, Write Cancellation is performed only when the WRQ is less 
than 80% full. Even under heavy read traffic the write request will get serviced once the WRQ_ 
occupancy exceeds 80%. As soon as the WRQ occupancy falls below 8096, Write Cancellation and 
read priority are enabled. The writes that are done because the WRQ occupancy exceeds 80% as 
termed as forced writes. Forced writes are done for less than 0.196 of the total writes in the baseline. 
However, this increased to 296 of total writes when Write Cancellation is employed. Forced writes 
are detrimental for performance as writes get priority over read requests. Write Cancellation can be 
controlled to reduce such episodes of forced writes using threshold-based Write Cancellation. 
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When the service for a write request is close to completion, and a read request arrives, the Write 
Cancellation policy still cancels the service for that write request. Such episodes of Write Can- 
cellation can be avoided by using a simple time-keeping technique, called Write Cancellation with 
Static Threshold (WCST). WCST performs Write Cancellation only if the write has finished less 
than K% of its service time, where K is a programmable threshold. With K=90%, WCST avoids 
canceling the write requests that are almost complete, thereby reducing the episodes of forced writes 
and improving overall performance. To implement WCST, a time-stamp register is added with each 
WRQ to track the start time of the service for the write request. The difference between current 
time and the start time is used to estimate if the service is less than K% complete. The total storage 
overhead to implement WCST for a system with N banks is (N + 1) registers, four bytes each (total 
overhead of 132 bytes for 32-bank baseline). Note that WCST with K=100% is identical to Write 
Cancellation. There is significant variation in read latency of different application depending on the 
value of K. Overall, a value of K-7596 achieves an average latency of 1442 cycles. 


35 ADAPTIVE WRITE CANCELLATION 
The best threshold for WCST depends on the WRQ occupancy. If the WRQ associated with a 


bank has a large number of entries, then Write Cancellation is likely to cause forced writes, so a 
lower threshold is better as it reduces the likelihood of forced writes. Alternately, if the WRQ is 
almost empty, a higher threshold can be used as the likelihood of forced writes is low. Based on this 
insight Qureshi et al. [157] proposed Write Cancellation with Adaptive Threshold (WCAT). WCAT 
calculates the threshold dynamically based on a simple linear relationship based on the number of 
entries in the WRQ, using the following equation: 


Threshold (Ky) = 100 — y - NumEntriesInWRQ (3.1) 


The parameter y is a weight associated with WRQ occupancy. We use y = 4 which reduces 
the likelihood of canceling a write request as WRQ occupancy increases, and nearly disables cancel- 
lation as WRQ occupancy nears 25 (the WRQ occupancy for forced write is 26). WCAT requires 
no additional storage overhead compared to WCST, except for minor logic overhead. The average 
read latency with WCAT is 1400 cycles, and for WCST with best threshold is 1442 cycles. WCAT 
has reduced latency compared to WCST for all workloads, even when WCST uses the best static 
threshold (K=75%). This is because WCAT can adapt to different workloads, different phases of the 
same workload, and has different threshold for each bank. 


3.6 OVERHEADS: EXTRANEOUS WRITES 


When the service of an on-going write request is canceled, the write request must be scheduled for 
service again. Thus, the cycles spent in doing the writing for the request just before cancellation are 
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essentially rendered useless. Such episodes of useless write cycles waste energy. WCST and WCAT 
avoid canceling writes that are almost done, so the average time spent in a useless write is much 
lower. On average, the number of cycles a bank is servicing write requests increases by 4196 with 
Write Cancellation, by 2796 with WCST, and by 22% with WCAT. Thus, WCAT not only improves 
performance but also reduces the energy overhead associated with Write Cancellation by almost half. 
The energy overhead of WCAT can be eliminated by a scheme that obviates re-execution of writes 
that give up their service for processing read requests. Such a scheme is described next. 


3.7 PAUSING IN ITERATIVE-WRITE DEVICES 


A peculiar characteristic of PCM, as well as other non-volatile memory technologies, is that write 
time may be non-deterministic, which means two write operations may take different amount of time. 
This phenomenon is due to write-and-verify techniques, which are necessary to obtain multiple bits 
per memory cell. The role of a programming technique is to obtain resistance of the PCM element 
close to that of the desired resistance level. Experimental results show that different cells (and even the 
same cell at different times) respond differently to the same programming pulse. An interpretation 
of this behavior in terms of variation and randomness of the crystallization speed has been proposed 
in [120]. Regardless of the real nature of the uncertainty of PCM response to programming, the 
acknowledged solution to this problem is the use of a write-and-verify, or iterative, programming 
technique (see, e.g., [132]). A generic write-and-verify algorithm is shown in Figure 3.2. 

As the name suggests, a write-and-verify programming technique consists of applying a pro- 
gramming pulse followed by a read stage which is used to either decide whether to stop or to compute 
the new programming signal to be sent. Programming algorithms which contain an update rule for 
the programming pulse, such as that in [132], will usually have a small chance of convergence during 
the first iterations. The probability of convergence then increases as the programming algorithm 
matches the programming pulses to the actual behavior of the cell. The first few iterations can 
therefore be seen as a “learning” phase, whose role is that of building an accurate model for the cell 
which is being programmed, whereas the following iterations are those in which usually the desired 
resistance level is reached. 

Qureshi et al. [157] developed a model to capture iterative writing and reported that a rep- 
resentative 3-bit per cell memory would require on average about 8.3 iterations. This number is 
compatible with the statistics reported in the literature. For example, Figure 13 of [132] shows the 
distribution of convergence of one multi-bit PCM cell. As writes are performed at a line-size (256B) 
granularity, the effective write time for writing one line will be determined by the worst case of all the 
684 cells in the line (with 3 bits/cell). Given that about 2% of the cells take 8-9 iterations in [132], 
the average number of iterations for completely writing a group of 684 cells will be between 8-9. 
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Figure 3.2: Generic algorithm for iterative write. 


3.8 WRITE PAUSING 


Iterative writing essentially contains steps of writing and checking the resistance value of cells, and 
rewriting if necessary. The procedure can potentially be stopped at the end of each such iteration for 
servicing a pending read request for another line in the same bank. Such a scheme is called Write 
Pausing. Write Pausing can significantly improve read latency, especially if the writes contain several 
iterations, as the end of each iteration represents a potential pause point. At each potential pause 
point, the device can check if there is a pending read request, service it, and resume the write from 
the point it was left. 
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Figure 3.3: Write pausing in PCM: (A) Pause points (B) Servicing reads via Pausing 
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Figure 3.3(A) shows an example of an iterative write with four iterations. It contains three 
points at which pausing can be performed. Figure 3.3(B) shows a scenario where a read request 
arrives during Iteration2 of the write. With Write Pausing, this request can be serviced at the end 
of Iteration2. Iteration3 of the iterative write begins once the read request completes service. Thus, 
Write Pausing allows the read to be performed transparently at pause points. Figure 3.4 shows how 
pausing can be performed within the generic iterative algorithm in Figure 3.2 (the newly added 
stage is shaded). At each iteration the device recalculates a new programming pulse depending on 
the state of the PCM cell. However, this writing step can be performed after servicing another read 
request as well. So, another stage is added to the algorithm that checks if there is a pending read 
request. If so, the pending read request is performed and the cell writing is resumed as soon as the 
service for the read request is completed. Note that this argument can be extended to a variety of 
iterative-write algorithms by identifying suitable pause points. 
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Figure3.4: lterative write algorithm with Write Pausing (newly added stage is shaded). 


An ideal pausing scheme can pause the write at any cycle without any loss of programming. 
Although such a scheme is not practical, it provides an upper bound to compare for Write Pausing, 
which can pause only at end of each write iteration. Evaluations for Write Pausing show that it 
reduces the effective read latency by more that half. On average, the baseline has latency of 2365 
cycles, Write Pausing has 1467 cycles and Optimal-Pause has 1306 cycles. Thus, Write Pausing gets 
8596 of the benefit of Optimal-Pause, while incurring minor changes to PCM controller. 
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3.9 COMBINING WRITE PAUSING AND CANCELLATION 


The latency difference between Write Pausing and Optimal-Pause happens because an arriving read 
must wait until a potential pause point. This latency can be avoided by doing an Intra-Iteration Write 
Cancellation (IIWC), which can cancel a write iteration, and re-execute that iteration when the write 
resumes. Figure 3.5 shows an example of the baseline system, Write Pausing, and Write Pausing 


with IWC. 
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Figure3.5: Servicing reads in (A) Baseline (B) Write Pausing (C) Write Pausing + IWC. 


In the baseline system, the incoming read request has to wait for all the write iterations to 
finish. With Write Pausing, the request waits until the end of Iteration 2, which still incurs latency, 
albeit small. With Write Pausing + IIWC, the read request starts service almost instantly after it 
arrives, iteration 2 gets canceled and is re-executed after servicing the read request. IWC must avoid 
canceling a write iteration if it is close to completion. So, to implement IIWC, Write Cancellation 
with Adaptive Threshold is used (with 10096 latency being the time to do one iteration). IIWC is 
less expensive than Write Cancellation as IIWC cancels only a fraction of one write iteration instead 
of the entire service time of write. On average, Write Pausing has a latency of 1467 cycles, Write 
Pausing«IIWC has 1323 cycles, and Optimal-Pause has 1306 cycles. Thus, Write Pausing + IWC 
obtains almost all of the potential performance improvement, which incurring a negligible write 
overhead of 3.596 on average. 


3.10 IMPACT OFWRITE QUEUE SIZE 


The baseline configuration in this study assumed a 32-entry WRQ for each bank. Figure 3.6 shows 
the relative performance of the baseline and Write Pausing + ITWC as the entries in WRQ is varied 
from 8 to 256. The performance of the baseline is relatively insensitive to WRQ size, and saturates 
at 32-entry per WRQ. Write cancellation and pausing, on the other hand, continues to benefit 
significantly with increase in WRQ size. This is because the baseline services a pending write to 
completion as soon as the RDQ is empty. Whereas with cancellation or pausing, a pending write 
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may stay in the WRQ for a longer time because of Cancellation and Pausing. While the study used a 
per-bank WRQ for simplicity, one may get the benefit of a larger per-bank WRQ by using a global 
WRQ and allocating it to banks based on demand, at the expense of increased complexity. 
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Figure 3.6: Relative performance of baseline and Write Pause+IIWC as WRQ size is varied. 


3.11 CONCLUDING REMARKS 


This chapter showed that the contention caused by write requests significantly increases the latency 
of read requests. It describes Write Cancellation and Write Pausing as means for tolerating slow 
writes. Other organizational improvements that can reduce the latency or increase bandwidth for 
write requests can also improve effective read latency. Reducing the write traffic to PCM, for example 
using delayed write in DRAM cache, can reduce this contention as well. As PCM technology 
develops, such architecture solutions will be necessary to improve read latency, read bandwidth, 


write latency, and write bandwidth. 
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CHAPTER 4 


Wear Leveling for Durability 


41 INTRODUCTION 


One of the major challenges in architecting a PCM-based memory system is the limited write 
endurance, currently projected between 10’ — 108 [1]. After the endurance limit is reached, the 
cell may lose its ability to change state, potentially giving data errors. If writes were uniformly 
distributed to each line in memory, this endurance limit would result in a lifetime of several (4-20) 
years for a PCM-based memory system [154]. Unfortunately, write accesses in typical programs show 
significant non-uniformity. Figure 4.1 shows the distribution of write traffic to a 16GB memory 
system (memory contains 64M lines of 256B each, writes occur after eviction from DRAM cache) 
for the 422 workload in a given time quanta. For db2 most of the writes are concentrated to a few lines. 
The maximum write count per line is 9175, much higher than the average (64). The heavily written 
lines will fail much faster and will cause system failure much earlier than the expected lifetime. 
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Figure 4.1: Non-uniformity in write traffic for db2. 


Figure 4.2 shows the expected lifetime of the memory system normalized to the case when 
writes are assumed to be uniform. To avoid the pathological case when only very few lines cause 
system failure, the system contains 64K spare lines; the system fails when the number of defective 
lines is greater than the number of spare lines. Even with significant spares, the memory system 
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can achieve an average lifetime of only 5% relative to lifetime achieved if writes were uniformly 
distributed. 
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Figure 4.2: Expected lifetime of memory system normalized to uniform-writes. 


The lifetime of a PCM system can be increased by making the writes uniform throughout 
the memory space. Wear leveling techniques try to make writes uniform by remapping frequently 
written lines to less frequently written lines. Existing proposals for wear-leveling [81][116][12][16] 
[45] use storage tables to track the write counts on a per line basis. The mapping of logical lines 
to physical lines is changed periodically and the mapping is stored in a separate indirection table. 
Table based wear-leveling methods require significant hardware overhead (several megabytes) and 
suffer from increased latency as the indirection table must be consulted on each memory access to 
obtain the physical location of a given line. This chapter describes simple mechanism that avoids 
the storage and latency overheads of existing wear-leveling algorithms and still achieves a lifetime 
close to perfect wear-leveling. The content of this chapter is derived from [154]. 
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The objective of a wear-leveling algorithm is to endure as many writes as possible by making the 
write traffic uniform. If Wmax is the endurance per line, then a system with perfect wear-leveling 


would endure a total of (Wmax x Num Lines In Memory) writes. We define “Normalized Endurance 
(NE)" as follows: 


TotalLine Writes Before System Failure 


NE= : x 10096 (4.1) 
Wmax x Num Lines In Memory 





Normalized Endurance close to 10096 indicates that the wear-leveling algorithm can achieve system 
lifetime similar to maximum possible lifetime. This metric will be used to report the effectiveness 
of wear leveling algorithms. 
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Existing wear leveling algorithms require large tables to track write counts and to relocate a line 
in memory to any other location in memory in an unconstrained fashion. The storage and latency 
overhead of the indirection table in table based wear leveling can be eliminated ifinstead an algebraic 
mapping of logical address to physical address is used. Based on this key insight, Qureshi et al. [154] 
proposed Start-Gap wear leveling that uses an algebraic mapping between logical addresses and 
physical addresses, and avoids tracking per-line write counts. Start-Gap performs wear leveling by 
periodically moving each line to its neighboring location, regardless of the write traffic to the line. 
It consists of two registers: Start and Gap, and an extra memory line GapLine to facilitate data 
movement. Gap tracks the number of lines relocated in memory and Start keeps track of how 
many times all the lines in memory have been relocated. Start-Gap algorithm is explained with an 
example. 


4.3.1 DESIGN 


Figure 4.3(a) shows a memory system consisting of 16 lines (0-15). To implement Start-Gap, 
an extra line (GapLine) is added at location with address 16. T'he 17 lines can be visualized as 
forming a circular buffer. Gap Line is a memory location that contains no useful data. Two registers, 
Start and Gap are also added. Start initially points to location 0, and Gap always points to the 
location of the GapLine. To perform wear leveling, Gap is moved by 1 location once every v 
writes to memory. The move is accomplished simply by copying the content of location of [Gap-1] 
to GapLine and decrementing the Gap register. This is shown by movement of Gap to line 15 
in Figure 4.3(b). Similarly, after 8 movements of Gap all the lines from 8-15 get shifted by 1, as 
indicated in Figure 4.3(c). 

Figure 4.3(d) shows the case when Gap reaches location 0, and Line 0 - Line 15 have each 
moved by 1 location. As with any circular buffer, in the next movement, Gap is moved from location 
0 to location 16 as shown in Figure 4.3(e). Note that Figure 4.3(e) is similar to Figure 4.3(a) except 
that the contents of all lines (Line 0 to Line 15) have shifted by exactly 1 location, and hence the 
Start register is incremented by 1. Every movement of Gap provides wear leveling by remapping 
a line to its neighboring location. For example, a heavily written line may get moved to a nearby 
read-only line. To aid discussion, the terms Gap Movement and Gap Rotation are defined as follows: 

Gap Movement: This indicates movement of Gap by one, as shown in Figure 4.3(a) to 
Figure 4.3(b). As Gap Movement is performed once every y writes to the main memory, where y 
is a parameter that determines the wear leveling frequency. Gap register is decremented at every 
Gap Movement. If Gap is 0, then in the next movement it is set to N (the number of locations in 
memory). 

Gap Rotation: This indicates all lines in the memory have performed one Gap Movement 
for a given value of Start. The Start register is incremented (modulo number of memory lines) 
on each Gap Rotation. Thus, for a memory containing N lines, Gap Rotation occurs once every 
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Figure 4.3: Start-Gap wear leveling on a memory containing 16 lines. 


(N 4 1) Gap Movement. The flowchart for Gap Movement (and Gap Rotation) is described in 
Figure 4.4. 


N = Number of Lines in Memory (Excluding GapLine) 








YES NO 
START = (START+1)%N [GAP] = [GAP-1] 
[GAP] = [N] GAP = GAP-1 
GAP =N 








Figure 4.4: Flowchart for Gap Movement. 


4.3.2 MAPPING OF ADDRESSES 


The Gap and Start registers change continuously, which changes the mapping of logical to physical 
memory addresses. The mapping is obtained by making two observations: (1) In Figure 4.3(c) all 
addresses greater than or equal to Gap are moved by 1 and all location less than Gap remain 
unchanged. (2) When Start moves as in Figure 4.3(e) all locations have moved by 1, so the value of 
Start must be added to the logical address to obtain physical address. The mapping is captured by 
the pseudo-code shown in Figure 4.5, which may be trivially implemented in hardware using few 
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gates. If PA is less than N then memory is accessed normally. If PA=N then the spare line (Location 
16 in Figure 4.3) is accessed. 





INPUTS: | PA=(LA+Start) Mod N | 


N = Number of Lines in Memory 
(Excluding GapLine) 


LA = Logical Address 











OUTPUT: 
PA = Physical Address 


Figure 4.5: Mapping of Logical Address to Physical Address. 


4.3.5 OVERHEADS 


A Gap Movement incurs a write (copying data from the line next to GapLine to GapLine). Start 
and Gap must move fast enough to spread hot spots across the entire memory over the expected 
life time of the memory. However, Gap must move slow enough to not incur too many writes. 
Otherwise, these spurious writes may consume a significant fraction of cell endurance, and would 
lead to higher power consumption. The frequency of Gap Movement can easily be controlled using 
the parameter Gap Write Interval (Y). A Gap Movement occurs once every y writes. Thus, the extra 
writes due to wear leveling are limited to a of the total writes. We use y = 100, which means 
Gap Movement happens once every 100’” write to the memory. Thus, less than 1% of the wear 
out occurs due to the wear-leveling, and the increase in write traffic and power consumption is also 
bounded to less than 1%. To implement the effect of y = 100, one global 7-bit counter can be used 
that is incremented on every write to memory. When this counter reaches 100, a Gap Movement is 
initiated and the counter is reset. 

The Start-Gap algorithm requires storage for two registers: Start and Gap, each less than 
four bytes (given that there are 2° lines in baseline system). Thus, Start-Gap incurs a total storage 
overhead of less than eight bytes for the entire memory. The GapLine can be taken from one of the 
spare lines in the system. If the memory system does not provision any spare line, a separate 256B 
line will be required. 


4.3.4. RESULTS FOR START-GAP 


Figure 4.6 shows the Normalized Endurance for baseline, Start-Gap, and perfect wear leveling (uni- 
form writes). Gmean denotes the geometric mean over all six workloads. Workloads db1 (database1), 
db2 (database2), and oltp are commercial workloads. Start-Gap achieves 2096-6096 of the achievable 
endurance for the three database workloads. The stride kernel writes to every 16"" line; therefore, 
after every 16" Gap Movement, all the writes become uniform and Start-Gap achieves close to 
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perfect endurance. The average endurance with Start-Gap is 53%, which is 10x higher than the 
baseline. 
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Figure 4.6: Normalized Endurance with Start-Gap wear leveling with y = 100. 


4.3.5 ASHORTCOMING OF START-GAP 


Although Start-Gap improves endurance by 10x compared to the baseline, it is still 2x lower than 
the ideal. This happens because in each Gap Movement, Start-Gap restricts that a line can be moved 
only to its neighboring location. If writes are concentrated in a spatially close region, then Start-Gap 
can move a heavily written line to another heavily written line, which can cause early wear-out. As 
a counter-example, consider the stride kernel. The heavily written lines are uniformly placed at a 
distance of 16 from each other. So, Start-Gap is guaranteed to move a heavily written line to 15 lines 
that are written infrequently before moving it to another heavily written line. Therefore, it is able 
to achieve close to ideal endurance. Unfortunately, in typical programs heavily written lines tend to 
be located spatially close to each other, partly because the clock replacement algorithm commonly 
used in current operating systems searches from spatially nearby pages for allocation. 

Figure 4.7 shows the spatial distribution of writes in the baseline system for db1, fft and 
stride. To keep the data tractable, the memory is divided into 512 equal regions (128K lines each) 
and the total writes per region is shown for a period when memory receives 4 Billion writes. Thus, 
the average writes per region is always 8 Million. For db1, heavily written regions are spatially close 
between regions 400-460. For fft, about half of the regions are heavily written and are located before 
region 250. If write traffic can be spread uniformly across regions (like for stride) then Start-Gap 
can achieve near perfect endurance. In the next section, we present cost-effective techniques to make 
the write traffic per region uniform. 


44 RANDOMIZED START-GAP 


The spatial correlation in location of heavily written lines can be reduced by using a randomizing 
function on the address space. Figure 4.8 shows the architecture of Randomized Start-Gap algorithm. 
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Figure 4.7: Spatial correlation in heavily written lines for three applications. Write traffic is gathered 


on a per region basis, where region size is 128K lines. 
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The randomizer provides a (pseudo) random mapping of a given Logical Address (LA) to an 
Intermediate Address (IA). Due to random assignment of LA to IA, all regions are likely to get a 
total write traffic very close to the average, and the spatial correlation of heavily written lines among 
LA is unlikely to be present among IA. Note that this is a hardware only technique and it does not 
change the virtual to physical mapping generated by the operating system. The Logical Address 
(LA) used in Figure 4.8 is in fact the address generated after the OS-based translation and Physical 
Address (PA) is the physical location in PCM-based main memory. 













FROM 
DRAM BUFFER 


LA = Logical Address 
IA = Intermediate Address 
PA = Physical Address 


PA | TOPCM 


MAIN MEMORY 








Figure 4.8: Architecture for Randomized Start-Gap. 


To ensure correctness, the randomizer must map each line in IA to exactly one line in LA. 
Thus, the randomizer must be an invertible function. To avoid remapping, a static randomizer is used 
that keeps the randomized mapping constant throughout program execution. The randomizer logic 
can be programmed either at design time or at boot time. To be implementable, the randomizing 
logic must incur low latency and have low hardware overhead. The next sections discuss two such 
practical designs for randomization. 


4.41 FEISTEL NETWORK BASED RANDOMIZATION 


In cryptography, block ciphers provide a one-to-one mapping from a B-bit plain text to B-bit cipher 
text. One can use block cipher for randomization. One popular method to build block ciphers is 
to use the Feistel Network [121]. Feistel networks are simple to implement and are widely used 
including in the Data Encryption Standard (DES). Figure 4.9 shows the logic for a three stage 
Feistel network. Each stage splits the B-bit input into two parts (L and R) and provides output 
which is split into two as well (L and R’). R' is equal to L. L is provided by an XOR operation of R 
and the output of a function (F1) on L and some randomly chosen key (K). 

Feistel network has been studied extensively and theoretical work [115] has shown that three 
stages can be sufficient to make the block cipher a pseudo-random permutation. Qureshi et al. [154] 
experimentally found that three stages were in fact sufficient for our purpose. The secret keys (Aey/, 
key2, key3) are randomly generated and are kept constant. For ease of implementation the Function 
(F1) is chosen to be the squaring function of (L XOR key) as shown in Figure 4.9. 
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Figure 4.9: Three-stage Feistel Network. 


If the memory has B-bit address space (B = log? N, where N is the number of lines in 
memory), then each stage of Feistel network requires n-bits (n = B/2) bits of storage for the key. 
The squaring circuit for n-bits requires approximately 1.5 - n? gates [110]. The latency for each stage 
is n + 1 gates [110], which for B = 26 is less than 1 cycle even for a very aggressively pipelined 
processor. Thus, a 3 stage Feistel network would require 1.5 B bit storage, less than 2 - B? gates, and 
a delay of 3 cycles. 


4.4.2 RANDOM INVERTIBLE BINARY MATRIX 


A linear mapping from LA to IA can be performed using a Random Invertible Binary (RIB) matrix. 
The elements of a RIB matrix are populated randomly from {0,1} such that the matrix remains 
invertible. Figure 4.10 shows the RIB matrix based randomization for an address space of 4 bits. 
Each bit of IA address is obtained by multiplying one row of RIB with the vector LA. This method 
uses a binary arithmetic in which addition is the XOR operation and multiplication is the AND 
operation. Each bit of randomization can be obtained independently (as shown in Figure 4.10 (ii)). 

For a memory with B-bit address space (B = log2 N), computing each bit requires B AND 
gates and (B-1) two-input XOR gates. Thus, the total storage overhead of RIB is B? bits for matrix, 
and approximately 2 - B? gates for logic. The latency is delay of log2(B) logic gates which is less 
than 1 cycle even for a very aggressively pipelined processor. 


4.4.3 RESULTS OF RANDOMIZED START-GAP 


Figure 4.11 shows the normalized endurance of the baseline, Start-Gap, and Randomized Start- 
Gap with RIB-based and Feistel Network based randomization. For the RIB-based scheme, we 
initialized the matrix with random binary values, ensuring that the matrix remains invertible. For the 
Feistel Network, the three keys are chosen randomly. There is minor variation (« 196) in normalized 
endurance obtained from these schemes depending on the random seed. So, for each workload, the 
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Figure 4.10: RIB Matrix based randomization (i) concept (ii) circuit for one IA bit. 
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Figure 4.11: Normalized Endurance of Start-Gap (SGap) with different randomization. 


experiments are repeated for both schemes 30 times (each time with a different random seed) and 
report the average value. 

Randomized Start-Gap achieves more than 9096 normalized endurance for all workloads. 
The stride kernel is ideal for Start-Gap as all heavily written lines are equally spaced. Randomizing 
the address space breaks this uniformity which reduces the endurance slightly. The average across all 
workloads for Randomized Start-Gap is 97% (with RIB or with Feistel). The total storage required 
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for RIB matrix is 85 bytes and for Feistel network is 5 bytes.! So, Randomized Start-Gap requires 
93 bytes with RIB and 13 bytes with Feistel network. Thus, Randomized Start-Gap is a practical 
and effective way to do wear leveling as it achieves near-perfect endurance while incurring negligible 
hardware overhead. Qureshi et al. also developed an analytical model that explains why Randomized 
Start-Gap consistently gets lifetime of >96% for typical programs. 
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The non-uniformity in write traffic across different lines in memory can reduce the effective lifetime 
of a PCM system significantly. Writes can be made uniform using Wear leveling. Unfortunately, 
existing wear leveling algorithms — developed mainly in the context of Flash — use large storage 
tables for maintaining logical to physical mapping. These tables incur significant area and latency 
overhead which make them unsuitable for main memories. In this chapter, we analyze Start-Gap, 
an algebraic mapping based wear leveling algorithm that obtains near-perfect lifetime for typical 
applications while requiring negligible hardware and latency overheads. The next chapter describes 
security considerations for wear leveling. 


1 We use B=26, assuming all bits in line address can be randomized. If the memory supports open-page policy then all the lines 
in the page are required to be spatially contiguous. In that case, only the bits in the address space that form the page address are 
randomized (randomizing on line granularity or page granularity does not have a significant effect on normalized endurance). 
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CHAPTER & 


Wear Leveling Under 
Adversarial Settings 


5.1 INTRODUCTION 


The last chapter considered wear leveling for typical workloads. However, write limited memories 
such as PCM and Flash pose a unique security threat. An adversary who knows about the wear 
leveling algorithm can design an attack that stresses a few lines in memory and cause them to 
reach the endurance limit, and fail. It is important to address such security loopholes before these 
technologies can be used in main memories. This chapter describes the possible vulnerabilities, 
analyze how soon the simplest attack can cause system failure, and discuss solutions that make the 
system robust to such attacks. The content of this chapter is derived from [154] and [156]. 


5.2 A SIMPLE ATTACK KERNEL 


An adversary can render a memory line unusable by writing to it repeatedly. In a main memory 
consisting of N lines where there is one gap movement every w writes, all the lines will move once 
every N - y writes to memory. For a typical memory system, N - y >> Endurance, especially 
for low wear leveling rate (w=100). For example, consider a memory bank that has N=2”4 lines, 
1/2100 and Endurance=27°), then the maximum number of writes that can potentially be targeted 
to a given memory line before it gets moved is approximately 25 times the endurance of that line. 
Therefore, an attacker can easily cause line failure easily by writing to the same address repeatedly. 
Static randomization of address space does not help with this attack, because instead of some line 
(line A), some other line (line B) would becomes unusable. Figure 5.1 shows the pseudo-code of 
such an attack. 

This code causes thrashing in LRU managed cache (assuming address-bits based cache index- 
ing) and causes a write to W + 1 lines of PCM in each iteration. The loop can be trivially modified 
to write to only one line repeatedly in each iteration to result in an even quicker system failure. If 
the time to write to a given memory line once is one micro second, then a line with Endurance of 
64 million will fail in approximately 1 minute. 

This code can be run in user space without any special OS support and reduces system lifetime 
to few hours or days. Given the simplicity and effectiveness of such attacks, it is conceivable that 
some users may run attack-like codes in their system a few months before the warranty of their 
machine expires, so as to get a new system before the warranty expiration period. Thus, the security 
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W = Maximum associativity of any cache in system 
S = Size of largest cache in system 





Do aligned alloc of (W+1) arrays each of size S 
while(1) { 
for(iiz0; ii<W+1; ii++) 
array [ii] .element [0]++; 





Figure 5.1: Code for attacking few lines. 


problem in PCM systems is a concern not only from malicious attackers but also from greedy users 
who can exploit this vulnerability to potentially obtain a new machine as and when they wish. It 
is unlikely that any industrial manufacturers will take the risk of designing a main memory system 
with PCM components unless practical implementations of secure wear leveling algorithms become 
available. 
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Recently several wear leveling algorithms that exploit the fine grained write behavior of PCM 
have been proposed, e.g., Row Shifting [218], Segment Swapping [218]. It was shown that these 
algorithms work well for typical workloads. However, these algorithms are deterministic in nature, in 
that the location of the mapped line can be guessed easily. Therefore, these algorithms are vulnerable 
to attacks that try to write to the same line repeatedly [154][182][179]. Such attacks are extremely 
simple to implement and can reduce system lifetime to a few hours under deterministic wear leveling 
algorithms. A good survey of vulnerability of several recently proposed write filtering techniques 
and wear leveling techniques can be found in Section 2 of [179]. The acknowledged solution for 
making wear leveling algorithms secure is to perform remapping in a randomized manner, such that 
it is very hard for the adversary to guess, after relocation, the physical location of a given line. We 
analyze three recently proposed security-aware wear leveling algorithms and discuss their RCP. 

Figure 5.2(a) provides an overview of Region-Based Start-Gap (RBSG) [154]. RBSG is 
similar to Start-Gap, except that it contains multiple regions each of which is managed by its 
own Start and Gap registers. The region size of RBSG is tuned such that the maximum number 
of potential writes to a line is slightly less than endurance, while maintaining a low rate of one 
line movement every y (100) writes (RCP = Ly Unfortunately, such a low rate of movement is 
insufficient under attacks. A recent study [182] showed that with a low rate of movement, the 
lifetime of RBSG under malicious write patterns [90] is only a few days. To ensure robustness under 
attacks, this rate must be increased to more than one line movement every demand write (> 100% 
overhead). 
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Figure 5.2: Recent Wear leveling algorithms: (a) Region Based Start-Gap (b) Seznec’s PCM-S Scheme 
(c) Security Refresh 


Seznec proposed a table-based secure wear leveling scheme PCM-S [183], which is shown in 
Figure 5.2(b). To reduce table size, it splits memory into regions (containing several thousand lines). 
On awrite to a region, the region is swapped with a randomly picked region in memory with a small 
probability p (RCP = p). The lines within the region are rotated by a random amount (as shown 
by line D after swap). In this scheme, there is a trade-off between the region size and the overall 
write overhead. Seznec considered that a write overhead of one extra write per 8 demand writes was 
acceptable. For 4K-block regions this scheme is able to support malicious attack targeting a single 
block and still provide about 69 % of the ideal lifetime. In general, on conventional applications 
even with a much lower p (about 100x lower), the scheme would still provide close to ideal lifetime. 
However, as proposed, the scheme requires 12.5% write overhead for all applications; this overhead is 
not gently distributed over time, but in bursts (two mega-byte sized regions must be swapped). While 
the proposal interleaves the region swaps with the demand writes, the swaps must be performed 
at a sufficient rate to avoid the need for large buffering; consuming one-fourth of the overall write 
bandwidth was shown to be effective. 

Figure 5.2(c) shows the Security Refresh [179] scheme (single level scheme is shown for 
simplicity, multi-level scheme is discussed in Section 5.10.3). A random key decides the amount 
that the entire memory region is rotated. Rotation is performed by swapping two lines. Each swap is 
performed after every y writes (RCP = 2). After all lines are rotated, the entire memory shifts by 
an amount defined by the random key, and then the key value is changed. For the single level scheme, 
if one swap operation is performed every two demand writes (10096 overhead), it obtains 12.596 of 
normalized lifetime. To obtain higher lifetime under attacks, it incurs > 100% write overhead.! 


1T£ all lines of a region are contained within one bank, and wear leveling is performed at bank level then the analysis of the 
Single-Level Security Refresh scheme becomes similar to that of randomized Start-Gap. 
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5.4 FORMULATING SECURE WEAR LEVELING AS 
BUCKETS-AND-BALLS PROBLEM 


The RCP parameter essentially decides the number of writes that can be performed to a given line 
before that line moves, which determines the vulnerability to attacks that repeatedly write to a given 
line. We define the Line Vulnerability Factor (LVF) as the maximum number of writes to a line before 
that line gets moved by the wear leveling algorithm. If LVF is close to the Endurance of the line, 
say Endurance/2, then in each round of attack half the lifetime of line is lost. The attacker just 
needs to find one of the lines that have been attacked before to cause line failure. This is exploited 
by birthday paradox attacks, as the expected number of random trials to find a line twice in a set of 
N lines is only 1.25./N, which is much lower than N (for example, if N=4Million, one needs only 
2.5K trials, 1600x lower). Whereas if the LVF is Endurance/100 then the same physical line must 
be obtained 100 times in random trials, and one would expect the number of trials to be much closer 
to theoretical maximum. 
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Figure 5.3: Buckets and Balls problem as related to secure wear leveling. Buckets must have a capacity 
of > 64 balls to get > 50% of theoretical maximum, indicating LVF must be < E/64. 


A critical question in architecting secure wear-leveling is determining how the obtained life- 
time under attack varies with LVF. This can be analyzed using an analogous buckets and balls 
problem. If there are N buckets, each of which can hold B balls, then under ideal conditions these 
buckets can hold N - B balls before an overflow of one of the bucket occurs. Now if balls are thrown 
at random in one of the buckets, then how many balls can be thrown before one of the bucket 
overflows? Figure 5.3 shows the number of balls thrown (expressed as percentage of theoretical 
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maximum) as the capacity of each bucket is varied from 1 to 4096 balls for N=256K, N=1Million, 
and N=4Million. 

For obtaining more than 50% of the theoretical maximum, the buckets must have capacity 
of 64 or more balls. Furthermore, this threshold is relatively insensitive to the number of buckets 
(as the number of buckets is changed from 256K to 4M). In the above formulation, each bucket 
can be thought of as a line in the bank, and one ball corresponds to one unit of LVF. Thus, the 
RCP in any given randomized wear leveling algorithm must be tuned such that the LVF is less 
than Endurance/64. This would mean that under continuous attacks, randomized wear leveling will 
result in a line failure on average after half the theoretical maximum number of writes are caused 
to the system. Note that, to keep the analysis general the above calculations did not include the 
wear due to wear leveling itself (which is a function of the specific implementation of the wear 
leveling algorithm). Based on this analysis, it is recommended that LVF should be approximately 
Endurance/128 for a randomized wear leveling algorithm to be secure against repeated write attacks, 
in order to ensure that the system can last for at-least half the theoretical maximum lifetime even 
under attacks. Unfortunately, having such a low LVF inevitably results in very high write overhead. 
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As each bank operates independently, in our analysis it is assumed that wear leveling is done at a bank 
granularity (each bank has its own wear leveling algorithm). Assuming a bank size of 4M lines, each 
of which can endure 64M writes, an LVF of Endurance/128 corresponds to 0.5M writes. To achieve 
this LVF, Start-Gap would need eight Gap movements per each demand write (800% overhead) 
and Security Refresh would also need 4 swaps every write (800% overhead). Such a write overhead 
is clearly prohibitive. Writes in PCM system are power-hungry and slow. Increasing the write traffic 
would not only increase the wear on PCM cells but also cause significant performance degradation 
by exacerbating the already scarce write-bandwidth, causing increased read latencies. Furthermore, 
overall power consumption of PCM systems is predominantly dictated by writes, which means 
overall energy/power consumption of memory system would increase substantially. Therefore, it 
is desirable to keep the write overhead to less than 1%. Note that for typical applications a write 
overhead of less than 1% is sufficient to obtain close to ideal lifetime for these algorithms. Thus, 
secure wear leveling incurs a write overhead that is 2-3 orders of magnitude overhead than what is 
required for typical applications. The next section describes a framework that can provide robustness 
of secure wear-leveling while still incurring negligible overhead for typical applications. 


5.6 ADAPTIVE WEAR LEVELING 


Secure wear leveling algorithms make common case applications pay a high overhead. A more 
practical approach to designing a robust wear leveling algorithm is to keep the overheads to minimum 
for typical applications, and pay a higher overhead for only attack-like applications. Unfortunately, 
all of the previously described algorithms use a constant RCP which is agnostic of the properties 
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of the memory reference stream. If RCP is low, it makes the system vulnerable to attacks and if 
the RCP is high then even typical applications pay a much higher overhead for wear leveling. If 
the wear leveling algorithm is made aware of the properties of the reference streams then it can use 
higher RCP for only attack like applications and a lower RCP for typical applications. Based on this 
insight, Qureshi et al. [156] propose Adaptive Wear Leveling. 


5.6.1 ARCHITECTURE 

Figure 5.4 shows the architecture of Adaptive Wear Leveling (AWL). AWL consists of an Online 
Attack Detector (OAD) that analyzes the memory reference stream to detect attack-like streams. 
Based on this information, it increases the frequency at which line moves under attack-like scenarios, 
thus providing more robustness and security. 
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Figure 5.4: Arch. of Adaptive Wear Leveling. 


For simplicity, the concept of AWL is explained using Start-Gap as an example (AWL for 
other algorithms will be explained in Section 5.10). To aid our discussion, a few terms are defined. 
For Start-Gap, one line moves every y writes, for a memory bank with N lines, therefore: 


LVF=N-¥ (5.1) 
If E is the Endurance of the line, and given that the desired value of LVF is E/128, therefore: 


E 


= 128-N ee) 


y 

Given that E-64M and N=4M, this would result in a value of y much less than one, indicating 

several gap movements for each demand write to memory. However, it is desirable to have y > 100 

to limit the write overhead to less than 1%. To balance these contradictory requirements, our proposal 

changes w from a static value to a dynamic value which depends on the behavior of the memory 
write stream. 
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5.6.2 ATTACK DENSITY 


In general, between consecutive writes to a given line there are several writes to other locations of 
memory. Since the system is concerned only about the most frequently written line, the metric of 
interest is the number of writes between consecutive writes to the most frequently written line. Let 
Attack Density (AD) be the ratio of the number of writes to the most frequently written line to the 
total number of writes within a given time period. Attack Density is denoted by the symbol A. If 
there are writes to other lines in memory, in between consecutive writes to a given line, this reduces 
the Effective LVF (ELVF) perceived by the line in proportion to A: 


ELVF = LVF. A (5.3) 


To limit the lifetime lost under one round of attack to E/128, the desired value of dynamic y, which 
is denoted by W, is derived as follows: 


E 


E E 
ELVF= 2s ee ee Č 
= = 128-N-A 


4 
128 128 oe) 


Thus, V is inversely proportional to A, which means that the rate of wear leveling would 
be directly proportional to A. Typically, secure wear leveling algorithms implicitly assume A = 1. 
However, in practice A is lower by several orders of magnitude for typical applications as is shown 
next. 


5.6.3 ATTACK DENSITY FOR TYPICAL APPLICATIONS 


Given that the last-level cache typically contains more than 100K lines [72], one can expect that 
for normal applications there will be several thousand writes between consecutive writes to a given 
line. This was experimentally validated by Qureshi et al. [156] using a 32MB 8-way last-level cache 
and keeping track of most recent w writes to memory. Table 5.1 shows the fraction of writes that 
hit in a window of 1K, 2K, 4K writes for six applications: three commercial database workloads 
(db1, db2, and oltp), fft, stride16 kernel which writes to every 16th line in memory, and stress (8 
write-intensive benchmarks from SPECO6). 




















Table 5.1: Probability of hit in most recent “w” 
writes to memory. 
w=1024 w=2048 w=4096 
db] 0.67x10-9 | 1.45x10-9 | 10.2x10~6 
db2 0.01x 10-5 | 0.35x 10-6 | 13.2x 10-6 
oltp 0.02x10~© | 1.19x10-79 | 24.7x10-9 
fft 0.00x10-9 | 0.00x10-$ | 00.0x10- 
stridel6 | 0.00x10-9 | 0.00x10-$ | 00.0x10- 
siess 06x0. | LBE i TUS 
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If a line is written continuously with less than 1K writes to other lines between consecutive 
writes then one would expect the probability of hit in these window sizes to be 107° or higher. 
However, we find that the probability of hit in a window of 1K writes is less than one in a million, 
indicating that for typical applications A << 107°. Therefore, according to Equation 4, one can 
safely have V = 128 for applications that have A < 1073. However, for applications that repeatedly 
hit within a window of 1K, A becomes more than 1073, and such applications can be deemed as 
attacks. 


5./ ONLINE ATTACK DETECTION 


It is possible to create a hardware circuit that keeps track of most recent 1K write addresses to 
measure the value of A. On each write access, all the recent 1K addresses are checked, and the 
number of accesses that hit in this window is counted. The value of A can be estimated as simply 
the hit rate of the window, pessimistically assuming all hits are coming from the same line. If the 
hit count in the window is greater than a certain threshold then the application is likely to be an 
attack. However, such a circuit would incur impractically large area, power, and latency overhead. A 
low-cost, practical, yet accurate attack detection circuit can be developed by analyzing some basic 
attacks. 


5.8 ANATOMY OF AN ATTACK 


For an attack to successfully cause failure in lifetime limited memories in a short time, it has to write 
to a few lines, repeatedly, and at a sufficiently high write bandwidth. All the three requirements are 
important. For example, if the attack simultaneously focuses on several thousand lines, then A will 
be in a range where even the default Start-Gap will move the lines before significant wear-out. The 
writes must be done repeatedly for several million times for each line; otherwise, the wear-out on 
each line will be negligible. And, if the attack happens at very low write bandwidth, then the time 
for the attack to succeed will increase linearly. Figure 5.5 shows canonical form of several attacks. 
All of these attacks are minor modifications of the repeat address attack, and are extremely simple 
to implement. 

Figure 5.5(i) shows the Repeat Address Attack. It continuously writes to the same line. 
Therefore, A = 1. This attack can be generalized, where the writes are done to n lines continuously. 
This is called Generalized RAA (GRAA) with period of n, as shown in Figure 5.5(ii). For GRAA, 
A= L, Birthday Paradox Attack (BPA) can be viewed as a form of GRAA, which changes the 
working set after every several million writes. As shown in Figure 5.5(iii), for BPA also A = +. The 
final attack shown in Figures 5.5(iv), which is called Stealth Mode Attack (SMA), attacks only one 
line but disguises it in other (n-1) lines. These lines are chosen randomly and may not repeat across 
iterations. For SMA again, A = +, but the attack is concentrated on only 1 line. Figure 5.6 shows 
the probability of hit in a window of most recent 1K writes for these attacks and typical applications. 
There is 3-4 orders of magnitude difference between the hit rate from attack-like patterns and 
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Figure 5.5: Types of attacks (i) Repeat Address Attack (RAA) (ii) Generalized RAA (iii) Birthday 
Paradox Attack (iv) Stealth Mode Attack. 


patterns from typical workloads. SMA is the most challenging to detect among the attacks. If SMA 
can be detected, then GRAA (hence BPA) can be detected as well, as they have multiple attack lines 
thus providing a higher chance of being detected. Therefore, it is important that detectors focus on 
detecting SMA-type attacks. 
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ATTACKS | | 
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Figure 5.6: Differentiating between attacks and typical applications using hit rate. 
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The attack detection circuit must measuring hits in a window of 1K writes, given that in the common 
case almost none of the line provide a hit. One can approximate the hit rate in such a scenario by 
having a stack with few entries and simply inserting the address of the incoming write request in 
the stack with a very small probability p. Such a circuit is called Practical Attack Detector (PAD). In 
addition to the stack entries, PAD also contains two global counters, HitCounter and WriteCounter, 
to estimate the hit ratio. Each incoming write address is checked in PAD and increments the 
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WriteCounter. If there is a hit, the HitCounter is incremented and the replacement information of 
that line is updated. If there is a miss, then with probability p the given address is inserted in the 
stack. 

If the WriteCounter or the HitCounter reaches its maximum value, the hit rate of the stack 
is calculated, and both counters are halved. The Attack Density (A) can be estimated as simply 
the hit rate, conservatively assuming all the hits are coming from a single line.” For example, for 
SMA that repeats once every 1K writes, the hit rate will be 107° and the estimated A will be 1073. 
The estimated value of A is stored in a register DensityReg and this value is used for determining 
the rate of wear leveling between periods of density calculation. A 10-bit HitCounter and a 20-bit 
WriteCounter is sufficient. Note that since we are only interested in estimating an Attack Density 
that is higher than 107°, any density calculation that leads to an estimated A < 10^? is overridden 
with a value of A = 1072. 

A key component of PAD is the replacement policy. Qureshi et al. [156] evaluated both LRU 
replacement and frequency based replacement and found that frequency based replacement was 
robust and more accurate than LRU replacement. In general, a 16-entry detector, with insertion 
probability of 1/256, and 8-bit frequency counters per line is accurate for our purpose. 


5.10 IMPLEMENTING ADAPTIVE WEAR LEVELING 


The previous sections have discussed circuits that can estimate Attack Density (A) accurately. This 
section discusses how to use this information for implementing Adaptive Wear Leveling (AWL) al- 
gorithms. AWL can be implemented in different ways. Figure 5.7 classifies wear leveling paradigms. 
Recall that, static schemes that always use low rate (Figure 5.7 (a)) are vulnerable to attacks, while 
always using a high rate incurs high overhead (Figure 5.7 (b)). If accurate estimate of A is available 
throughout the range of A then the rate of wear leveling can be increased linearly with A (Fig- 
ure 5.7(c)). However, estimating A for extremely low values (<< 107°) incurs significant hardware 
overhead and complexity; therefore, this is not a practical option. We can define a threshold above 
which accurate estimates are available. The highest rate is used above this threshold, and lower rate 
below this threshold (as shown in Figure 5.7(d)). This incurs higher overhead in the range beyond 
the threshold, as it implicitly assumes A = 1 for any point of operation beyond the threshold. Al- 
ternatively, a lower rate can be used below the threshold, and linearly increase the rate in proportion 
to A after this threshold. This is shown in Figure 5.7(e), and is the paradigm that will be explained 
in this section for several recent wear leveling proposals. 


5.10.1 ADAPTIVE START GAP 


It is desirable that the parameter V of Start-Gap, which determines writes per one Gap movement, 
be 128 for normal operations (when A < 1/1k) and that it decrease as A increases. Therefore, (V) 
2 Assuming that all hits come from a single line leads to a higher estimated value of A in multi-line attack. However, this is not 


a problem as it does not compromise robustness, it only increases write overhead. More importantly, this makes detection of 
multi-line attacks much easier than single line attacks. 
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Figure 5.7: Types of Wear Leveling (a) Static - Always low rate (b) Static - Always high rate (c) Adaptive 
- Linear rate (d) Adaptive - Step function rate (e) Adaptive - Piecewise linear rate). 


can be calculated as follows: 


. 1 
V = min(128, $E (5.5) 


Thus, Adaptive Start-Gap (ASG) will need to perform 8 gap movements for each demand write 
for an attack with A — 1. This is very high write overhead, albeit under attacks performance is a 
secondary concern. Still, it is desirable to limit the write overhead to no more than 10096 (one extra 
write per demand write). The overhead of > 100% overhead can be avoided by leveraging the write 
queue associated with each bank [157] and employing the delayed write policy (DWP) [154]. If 
the estimated A > 1/8 then the write queue enforces DWP (not writing unless there are 8 entries) 
to ensure that the attacker has to write more than 8 lines for the line to be actually written. Thus, 
even the worst-case overhead would be limited to one extra write per demand write. Note that extra 
storage is not needed to implement DWP, as PCM- based systems are likely to contain large write 
queues for performance reasons [157]. 

Lifetime Under Attacks: For evaluation in this section it is assumed NumLinesInBank — 
22?. Endurance = 276, and TimeToWriteOneLine = 1jsec. The manufacturer may rate the mem- 
ory lifetime under the scenario that addresses are written sequentially at full speed. This means, an 
achievable lifetime of 8 years for each bank? of memory and the memory would be rated for eight 
years. Figure 5.8 shows the rated lifetime and lifetime under different attacks. Attacks with a period 
of less than 8 are satisfied by the write queue and provide virtually unlimited lifetime, and hence 
are not meaningful. For GRAA(period=8) ASG get lifetime of 8 years because ASG converts this 
attacking pattern into sequential write pattern. The overhead of ASG is one extra write per demand 
write, which slows the system and delays the success of attack. For Birthday Paradox Attacks (BPA) 
with period of 8, the achievable lifetime is 5.5 years. As more and more lines are attacked the lifetime 
under BPA increases and the overhead decreases. At 1K and beyond, ASG gets > 7 years of lifetime 
and the overhead starts to become negligible. Similarly, with GSMA the lifetime is 7+ years with 


3 The number of lines per bank is 222. each line can be written 27° times, for a total of 248 writes per bank. If 229 writes per second 
can be performed for each bank, with approximately 225 seconds per year, it would take 23 years. 
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negligible write overhead. Thus, Adaptive Start-Gap achieves 65% or more of the achievable lifetime 
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of 8 years, even under continuous attacks. 
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Figure 5.8: Lifetime of ASG under attacks. 





Table 5.2: Lifetime and Overhead with Adaptive Start-Gap for typical applications. 





db1 db2 oltp fft  stridel6 stress | Average 
Norm. Lifetime || 98% | 98% | 97% | 98% 96% 93% 97% 
Write Overhead | 1/128 | 1/128 | 1/128 | 1/128 | 1/128 | 1/128 1/128 











Lifetime For Typical Applications: For typical applications there are negligible hits in the 
attack detector and the rate of wear-leveling defaults to once every 128 writes. Table 5.2 shows the 
lifetime normalized to perfect wear leveling and the write overhead of ASG for the six workloads 
considered in our study. Unlike attacks, these workloads do not write to memory continuously; 
therefore, their theoretical maximum lifetime under perfect wear-leveling is much higher than 8 
years, and is in the range of 10-40 years. For these workloads the ASG scheme achieves 97% of 
theoretical maximum lifetime of 10+ years, which is well beyond typical server lifetime [118], while 
incurring a negligible write overhead (< 1%). Thus, Adaptive Start-Gap is both robust (years of 
lifetime under attacks) and practical (negligible overhead for typical applications). 


5.10.2 ADAPTIVE SECURITY REFRESH (SR-1) 


For the purpose of our analysis, Single Level Security Refresh (SR-1) scheme is similar to Start-Gap. 
In SR-1, one swap is performed every à = 2 - V writes. A swap operation incurs two writes, instead 
of the one write incurred by the Gap movement in Start-Gap. To obtain an overhead of 1/128 for 
typical applications, the rate control parameter of SR-1 must be selected such that: 


1 
A=2-W = min{256, —— 5.6 
min{ 36, 7a! (5.6) 
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The overhead and effectiveness of adaptive version of SR-1 is similar to Adaptive Start-Gap. 
It gives 5.5 years of lifetime under attacks (while incurring a maximum write overhead of 100%). 
For typical applications, the achieved lifetime is approximately 97% of theoretical maximum and the 
write overhead reduces to 1/128. 


5.10.3 ADAPTIVE SECURITY REFRESH (SR-M) 


The robustness of Single Level Security Refresh (SR-1) can be improved by splitting the memory 
into multiple regions, where each region performs remapping within the region at an inner rate (IR) 
and regions are swapped at an outer rate (OR). This is the Multi-Level Security Refresh (SR-M) 
scheme [179]. To ensure more than 50% lifetime for Endurance=64M, the two rates must be set to 
approximately 1/64. Therefore, the write overhead of SR-M is 3.25%. The write overhead of SR-M 
can be reduced by controlling both IR and OR. The IR rate can be controlled with a single-entry 
per-region PAD, and the OR can be controlled by a global PAD. As both IR and OR can be reduced 
by 16x, the overall write overhead would reduce by a factor of 16, down from 1/32 (3.25%) to 1/512 
(0.2%). 





Table 5.3: Overhead of Security Refresh Schemes: with 
and without adaptation. 








Scheme Storage Write Overhead 
Attacks Typical apps. 
SR-1 12 bytes | 100% 100% 
Adaptive SR-1 | 80 bytes | 100% 1/128 
SR-M 12 KB 1/32 1/32 
Adaptive SR-M | 15 KB 1/32 1/512 





Table 5.3 compares the hardware overhead and write overhead of SR-1, Adaptive SR-1, SR- 
M and Adaptive SR-M schemes. Adaptive SR-1 has both lower storage overhead and lower write 
overhead (for typical applications) than SR-M. Nonetheless, adaptation can be added to SR-M as 
well to reduce its write overhead. It is noteworthy that the write overhead of SR-M is strongly a 
function of endurance and increases significantly at lower endurance. Adaptive SR-M is particularly 
attractive at lower endurance, where SR-M can incur significant write overhead for all applications. 


5.11 CONCLUDING REMARKS 


A robust wear leveling algorithm must ensure that PCM-based memory system remains durable 
even under the most stressful write streams. Recently proposed secure wear leveling schemes that are 
robust to attacks perform memory remapping at very high rate assuming that memory is always under 
attack. Therefore, they incur very high write overhead, which makes them unattractive for practical 
implementation. Ideally, we would like to have low write overhead in common case while still being 
robust to attacks. In this chapter we discussed a more practical approach to secure wear leveling 
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based on the concept of online detection of stressful write patterns. While we used online attack 
detection for implementing adaptive wear leveling, the general concept can be used for initiating 
other preventive actions as well. For example, identifying malicious applications and reporting them 
to OS, and monitoring quality of write stream throughout machine lifetime. 
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CHAPTER 6 


Error Resilience in Phase 
Change Memories 


6.1 INTRODUCTION 


One of the major impediment in using PCM for main memories is limited write endurance, currently 
projected to be in the order of few tens of millions. Even with this limited endurance, it is possible 
to make a memory system last for several years with effective wear leveling if all cells in the memory 
array can be guaranteed for that range of write endurance. Unfortunately, process variation can 
cause a high variability in lifetime of different cells of the same PCM array. Thus, a very small 
percentage of weak cells (cells that have endurance much lower than average cells) can limit the 
overall system lifetime. Ensuring long lifetimes in such scenarios requires that the design can either 
tolerate (through graceful degradation) or correct (via coding techniques) a large number of errors 
for any given memory line or page. This chapter describes the basic fault model for PCM and some 
of the recent approaches to make system resilient to these faults. The content of Section 6.2 and 
Section 6.3 is derived from [66], Section 6.4 is derived from [175], Section 6.5 is derived from [180], 
and Section 6.6 is derived from [214]. 


6.2 FAULT MODEL ASSUMPTIONS 


PCM cells are not susceptible to radiation induced transient faults in the foreseeable future, due to the 
high energy required to change their state. The major fault model for PCM cells is permanent failure 
ofa cell.! The heating and cooling process required to write a cell, and the expansion and contraction 
that results, eventually cause the heating element to detach from the chalcogenide material making 
it impervious to programming pulse. Thus, a popular way to model the write induced faults in PCM 
is to capture them as a stuck-at fault. Fortunately, the content of such stuck cells can still be read 
reliably, which helps in detecting such stuck-at faults by performing a checker read following the 
write operation [66]. 

It is also reported in [66] that such permanent faults shows no large systematic effects are 
observed within a die, and in general, if such correlations were observed, they would likely be 
artifacts of such positional effects as wordline and bitline location within the array, which would be 
compensated and trimmed using additional circuitry as standard practice. This assumption allows 
1The peripheral circuits in PCM array are still susceptible to soft errors due to radiation effects. Furthermore, PCM cells may 


have transient failures due to other reasons, such as resistance drift or read disturb failures. In this chapter we assume that the 
dominant failure mode for PCM is endurance related hard faults and focus only on hard error correction techniques. 
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the cell lifetime to be modeled using a normal distribution with a given coefficient of variation 
(CoV). Typical values of CoV assumed in recent studies ranges from 10% to 30% of the mean, with 
mean writes of 10°. 
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The lifetime of PCM system can be improved under high variability by providing error correction. 
Unfortunately, existing error correction schemes for DRAM and NAND Flash are not appropriate 
for PCM. For example, pages protected with traditional ECC are decommissioned as soon as there 
is first uncorrectable error in the page. This approach may be acceptable if probability of failure 
is very low and errors accrue only near the end of the device's life. However, if failures happen 
early in lifetime due to process variations, this overly conservative strategy can decommission large 
portions of memory quickly. To tolerate permanent data errors seamlessly, Ipek et al. [66] proposed 
Dynamically Replicated Memory (DRM), a new technique that allows for graceful degradation of 
PCM capacity when hard failures occur. 


6.3.1 STRUCTURE 


DRM is based on the idea of replicating a single physical page over two faulty, otherwise unusable 
PCM pages; so long as there is no byte position that is faulty in both pages, every byte of physical 
memory can be served by at least one of the two replicas. Redundant pairs are formed and dismantled 
at run time to accommodate failures gracefully as faults accrue. T'he key idea is that even when pages 
have many tens or even hundreds of bit failures, the probability of finding two compatible real pages, 
reclaiming otherwise decommissioned memory space remains high. 

To facilitate dynamic replication, DRM introduces a new level of indirection between the 
system's physical address space and PCM in the form of a real address space, as shown in Figure 6.1. 
Each page in the physical address space is mapped to either one pristine real page with no faults, or 
to two faulty but compatible real pages that have no failures in the same byte position, and can thus 
be paired up to permit reads and writes to every location in the corresponding physical page. 


6.3.2 PAGE COMPATIBILITY 


Figure 6.2 illustrates the concept of page compatibility. It shows two pairs of real pages, one com- 
patible and the other incompatible. In each pair, the dark colored page (PO or P2) represents the 
primary copy, and the light colored page (P1 or P3) is a backup page. In the figure, pages PO and P1 
are compatible since there is no byte that is faulty in both of them. If a single physical page were to 
be replicated on PO and P1, PO could serve requests to bytes BO and B7, P1 could satisfy accesses to 
B4, and accesses to all other bytes could be served by either page; in this way, a single physical page 
could be represented by and reconstructed from two faulty, unreliable real pages. Unlike PO and P1, 
however, pages P2 and P3 both have a fault in byte position B4, and are thus incompatible: if P2 
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Figure 6.1: Physical Address Space with Dynamic Replication. (Figure adapted from [66].) 


and P3 were paired and a physical page mapped onto them, it would not be possible to read or write 
the data in B4. 


6.3.3 ERROR DETECTION 


DRM detects errors by performing a checker read after each write to determine whether the write 
succeeded. The key observation that makes such read-after-write approach viable is that the write 
operation are much more expensive (in terms of both latency and energy) compared to read operation 
in PCM. Therefore, if a checker read is issued after each array write to PCM, the read latency gets 
amortized over the much larger write latency, with only a small effect on overall system performance. 
Once a location has been marked as faulty, the memory controller attempts to write the data 
to the backup location for that page, if it exists. If the backup page fails, then it too is marked as 
faulty and then a recovery mechanism is invoked for performing error recovery via relocation. 
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Figure 6.2: Example of compatible and incompatible pages. (Figure adapted from [66].) 


6.3.4 LOW OVERHEAD APPROXIMATE PAIRING 


When a write fails on both locations in a given pair, or on any location in a pristine page, the memory 
controller must detect the fault via the checker read and initiate recovery by copying the data to a 
new location in PCM. Matches between two pages are determined by issuing reads to both pages, 
computing parity to determine which bytes are faulty, and then comparing the results from both 
pages to determine whether they have faults at the same location. These comparisons are the most 
expensive portion of the matching algorithm 

Therefore, an approximate pairing algorithm is evaluated, which is both incremental and local. 
Whenever a page is under consideration for pairing, it is compared to the pages currently residing 
in the unmatched list one by one. As soon as a compatible page is found, the two pages are paired. 
The approximate pairing algorithm was found to be very effective for up to 160 errors per page for 
a pool of 50k pages. 


6.4 ERROR CORRECTING POINTERS 


As DRM manages faults on a per-page basis, and performs correction by employing two-way 
redundancy at the page level, it results in high overhead. The overheads to handle faulty pages 
can be reduced by providing error correction on a per line basis. Unfortunately, the standard ECC 
implementations used in DRAM are less than ideal given these three aspects of PCM devices: the 
strong need to reduce writes, the dominance of hard failures, and the ability to identify failures at 
the time of the write. Hamming-based ECC codes modify the error-correction bits whenever any 
data in the protected block change, resulting in high entropy that increases wear. 

Traditional Error-Correcting Codes (ECC) store sufficient information to derive the location 
of the error at encoding time, allowing them to correct soft errors discovered when a block of data 
is read. Conversely, Error-Correcting Pointers (ECP), proposed by Schechter et al. [175], logs the 
position of the erroneous bit and the correct value. ECP operates within each memory chip at the row 
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level. Each correction unit of ECP consists of a pointer and a replacement bit. The ECPn scheme 
uses n such correction units to tolerate n bits of hard faults. Figure 6.3 (a) shows the simplest ECP 
implementation, ECP1, where a single correction entry corrects up to one bit. The example uses a 
row with 512 data bits. When no errors are present in the data, the correction pointer is empty, and 
the full bit is set to 0 (false). This indicates the entry is inactive as there are no errors to correct. 
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Figure 6.3: Error Correction with ECP replacement of failed memory cells. (a) Correcting one bit 
error with ECP-1. (b) Correcting up to five errors with ECP-5. (c) Tolerating errors in replacement cells. 
(d) Tolerating errors in pointers of ECP (Figure adapted from [175].) 


When a bit fails, for example bit 2 in Figure 6.3(a), the correction entry is marked full (or 
active), the correction pointer is set to point to bit 2, and the replacement cell now stores the value 
that belongs in bit 2. Henceforth, when the row is written, the value to be written to the failed cell 
identified by the correction pointer is instead written to the replacement cell. When the row is read, 
the value in the replacement cell supersedes the value read from the defective cell. 

ECP1 can be generalized to an arbitrary number of entries (ECPn) as shown in Figure 6.3(b), 
using ECP5 as an example. The full bit is now set only when all error- correction entries are in use. 
Otherwise, the full bit is set to 0 and the bits of the last correction entry contain a unary-encoded 
counter denoting how many of the other active. 

Errors in replacement cells are less likely to occur than errors in the original data cells as 
they do not begin to wear until they are put into use to replace a failed cell. ECP can still correct 
these errors as well. When two correction entries point to the same cell, the correction entry at the 
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higher index takes precedence over the one with the lower index. For example, in Figure 6.3 (c), 
the replacement cell in correction entry 0 has failed. To compensate for this, a correction entry is 
activated and it points to the same failed cell. The replacement cell in entry 1 supplants both the 
original failed cell and the failed replacement cell in entry 0. Precedence rules also make possible the 
correction of errors in correction pointers. 

An error in a correction pointer, as illustrated in Figure 6.3(d), effectively replaces a working 
cell with another working replacement cell, doing no harm. Thus, ECP can correct errors both in 
data cells and in its own data structures, while allocating only enough bits per correction pointer to 
address data bits. ECPn can correct any n cell failures, regardless of whether they are in data cells 
or correction entries. ECP requires 1 full bit, n replacement bits, and n pointers large enough to 
address the original data bits. Thus, the fractional space overhead of ECPn for a row with d - 512 
data bits is 11.996. Lifetime evaluations show that ECP is more efficient at correcting hard errors 
than ECC while incurring similar storage overhead. 
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ECP uses a 9-bit pointer plus one data bit, so a total of 10 bits, for correcting one bit of error. If a 
single bit error can be corrected with fewer bits, it would proportionately reduce the storage overhead. 
Fortunately, ideas for efficiently handling single bit stuck-at-fault exists in literature since at-least the 
1970s. One such idea, called Alternate Data Retry (ADR) [185], leverages the fundamental insight 
that a stuck-at-fault cell can still be read. If a stuck-at-fault is detected on the first try, ADR simply 
masks that fault by rewriting the data in inverted form. Thus, ADR can correct single-bit hard faults 
by incurring an overhead of just one bit (to denote if the data is inverted or not). 

Extending the idea of ADR to handle multi-bit faults is non trivial, and the associated storage 
overhead increases significantly. Seong et al. [180] proposed SAFER, a dynamic data block parti- 
tioning technique that ensures each partition has at most one failed bit; thereby, enabling recovery 
per partition using storage-efficient ADR technique. 

Figure 6.4 explains how SAFER can provide double error correction (DEC) for a data block 
of 8 bits. Each bit in the data field can be identified with a 3-bit pointer as shown in Figure 6.4(a). 
If the data block has only one error, as shown in Figure 6.4(b), then any bit position can be used to 
partition the data-bits in two groups such that each group has at most one error. Lets say position 3 
has a data error. Now if another location, say position 0, also has an error then the most significant bit 
cannot be used to partition the data bits (as both position 0 and 3 have a common MSB). That leaves 
us with two choices. If the first LSB is chosen, the resulting partition is shown in Figure 6.4(c)(1), 
and instead if the second LSB is chosen, the resulting partition is shown in Figure 6.4(c)(2). 

For a n bit data block, the partition field uses only log» (logon) additional bits to identify how 
a block is partitioned. Thus, SAFER is much more efficient that ECP, which requires logon bits. 
The concept of SAFER can be used to partition blocks with more than two erroneous bits as well. 
Lifetime evaluations suggests that SAFER can obtain lifetime similar to ECP, while incurring 55 
bits/line overhead as opposed to 61 bits/line for ECP. 


6.5. ALTERNATE DATA RETRY AND SAFER 75 


Partition Fix 
Partition Field 4—34 
Data Block: A 


Bit Pointer: 76543210 WWW] lolo] [o 


(1) Partitioned by 1* LSB 












































(2) Partitioned by 2^* LSB 


























(3) Partitioned by 3" LSB 


(a) Three Partition Candidates 





Data Block: F 
Bit Pointer: 76543210 -D| EIE ELI [elo] [o 
i (1) Partitioned by 1* LSB 












One Fall 





(2) Partitioned by 2" LSB 























EE O e E 
i (3) Partitioned by 3" LSB 


(b) One Fail 





Data Block: F F 
Bit Pointer: 7 6 5 4 3 2:9 0 ee _| E [F] PF] olol lo 


(1) Partitioned by 1* LSB 











-— F] [o[1] [o 
(2) Partitioned by 2" LSB 


























Partitioned by 3 LSB 


(c) Two Fails 


Figure 6.4: Example of partition two faults with SAFER. (Figure adapted from [180].) 


Unfortunately, both ADR and SAFER require extra writes to perform error correction, which 
incurs power, performance, and wear out penalties. The additional writes can be avoided by using a 
fail cache to identify the positions of the failed bit, and morph the data to mask the hard fault on 
the first write itself. However, this incurs additional design and area overheads [180]. 
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6.6 FINE-GRAINED EMBEDDED REDIRECTION 


Previously discussed error correction techniques focused mainly on handling only hard errors in 
PCM. However, PCM is susceptible to new forms of transient errors as well, primarily due to 
resistance drift. Furthermore, those techniques require extra storage to support chipkill that enables 
a memory DIMM to function even when a device fails. Doe et al. [214] proposed Fine-grained 
Remapping with ECC and Embedded-Pointers (FREE-p) which integrates both soft error and hard 
error tolerance, and is also amenable to chipkill. 

The central theme in FREE-p is fine-grained remapping (FR) of faulty blocks to a reserved 
area, thereby keeping the page still usable even if the page contains some faulty lines. Without 
FR, a single cache line failure will deactivate an entire page, leading to poor efficiency. Thus, FR 
both increases the lifetime of a page and makes the memory more tolerant to process variation. 
Furthermore, because FR operates at line granularity, it can easily tolerate imperfections in wear- 
leveling. The operating system is responsible for identifying a remap region for the failed block. In 
this way, the size of memory degrades gracefully with age. 

FR naturally uses a remap granularity of a cache line. This means a naive implementation of 
FR can incur significant storage overhead as any line could potentially be mapped to the reserved area. 
Such a high storage overhead would be impractical to keep in the processor caches or in main memory. 
FREE-p avoids the remap table by leveraging the key insight that even if a block has more faults 
that can be handled at a per-line granularity, it still has enough bits to store a redirection address. 
Therefore, FREE-p uses the remaining working bits in the faulty block to embed a remapping 
pointer, as shown in Figure 6.5. 
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Figure 6.5: Example of fine-grained remapping with embedded pointer. (Figure adapted from [214].) 


To identify if the block stores a redirection address or data, an extra bit per line is needed, 
which is called the D/P flag. This bit is initialized to zero when the line stores data. When a wear 
out failure is detected, the faulty block is remapped to a fault-free location, and D/P flag associated 
with the line is set, and the redirection address is stored. Given that this address is only a few bits, 
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and that this information must be stored reliably in the faulty line, a heavy 7 modulo redundancy 
code is used. 

When the remapped line fails too, the scheme can be applied to relocate the line to another 
line. Instead of following the chain of pointers, FREE-p simply updates the pointer in the original 
line to point to the current location of the line. 


6.7 CONCLUDING REMARKS 


Recent studies have indicated that the dominant failure mode in PCM memory system is likely 
to be hard failures due to variance in lifetime of different cells of a PCM array. To tolerate such 
lifetime failures, this chapter described several techniques, including dynamic memory replication, 
write-efficient coding, and embedded redirection of failed lines. While the focus of past research 
has been dealing with endurance-related hard faults, PCM cells are also susceptible to newer failure 
modes such as due to resistance drift and read disturb. Therefore, future research can investigate 
storage-efficient techniques that are tolerant to both hard and soft errors, taking into account the 
specific failure modes of PCM. 
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CHAPTER 7 


Storage and System Design 
With Emerging Non-Volatile 


Memories 


7.4 INTRODUCTION AND CHAPTER OVERVIEW 


In this Synthesis Lecture thus far, we have presented the characteristics of several key Non-Volatile 
Memory technologies, made the case for PCM as the leading contender for large scale production 
in the near future, and then discussed architecture-level techniques to address the performance, 
reliability, and energy-efficiency challenges that PCM poses when used in main memory systems. 
We now discuss the utility and broader implications of using PCM and PCM-like Non-Volatile 
Memory at the systems level, with case studies from the literature. 

This chapter is divided into two parts. The first part delves into the design of storage systems 
that use Non-Volatile Memory. Since modern storage systems already use one type of Non-Volatile 
Memory - NAND Flash - we first differentiate Flash memory from those NVMs that are similar to 
PCM. We define an abstraction called Storage Class Memory (SCM) that captures the key attributes 
of the latter class of NVMs. We then provide a brief overview of Flash-based Solid-State Disks 
(SSDs), highlight certain key challenges in managing such SSDs, and then discuss key ideas from 
the literature on addressing these challenges through the use of SCMs. The literature on the use of 
SCMs in systems design span several memory technologies (FeRAM, PCM, ST'T-RAM, etc.) and 
diverse application scenarios, from embedded systems to server storage. Therefore, in order to use 
the SCM abstraction in our discussions, we do not provide quantitative data on the performance, 
power consumption, and other figures of merit. Instead, we generalize and summarize the key ideas 
and insights from these papers. The interested reader is encouraged to read the cited papers to gain 
further understanding about the context of each individual work. The storage systems part of the 
chapter concludes with a case study of the Onyx PCM-based storage array prototype that was built 
at the University of California, San Diego [5]. 

The second part of this chapter addresses the implications of memory system non-volatility 
on systems design. We discuss three different scenarios where the non-volatility property of SCMs 
can affect system design, with one case study of each from the literature. The first case study we 
discuss deals with file system design when main memory is non-volatile. The second case study 
relates to the design of persistent object stores for SCM-based main memory. The final case study 
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relates to non-volatility as a design knob in hardware, where retention time can be traded off for 
improvements in performance and power. 


7.0 STORAGE-CLASS MEMORY - A SYSTEM LEVEL 
ABSTRACTION FOR PHASE CHANGE MEMORY 


Chapter 1 presented a survey of several Non-Volatile Memory technologies. Of these, NAND Flash 
memory is widely used today in Solid-State Disks (SSDs). As Section 1.3 highlighted, Flash memory 
faces several scalability, performance, and reliability challenges. Accessing a NAND Flash memory 
array (shown in Figure 1.4) also has several idiosyncrasies. Reads and write to NAND Flash are 
done at the granularity of an entire wordline worth of cells (Flash Page), which typically tend to 
be a few Kilobytes in size. In order to write into a Flash page, the cells in the page need to be in 
the erased state. As a result of this property, NAND Flash does not support in-place writes to data. 
Furthermore, an erase operation can only be performed on a db/ock of pages. 

While the other NVMs discussed in Chapter 1 and NAND Flash share the property of 
non-volatility, the others have two key characteristics that Flash does not have, namely: 


1. They are byte-addressable. 
2. They support in-place writes. 


In this Chapter, we refer to Non-Volatile Memory that have the above two properties as 
Storage Class Memory (SCM). Therefore, while both PCM and Flash memory are NVMs, only PCM 
is considered an SCM. While individual SCM technologies may vary significantly in terms of read 
and write latencies, endurance, etc. (as summarized in Table 1.2), we will use this SCM abstraction 
in the discussions that follow and assume that these costs can be addressed at lower levels of the 
design stack. However, note that evaluating metrics such as performance and energy-efficiency will 
require careful consideration of these technology-specific costs. 


7.3 STORAGE SYSTEM DESIGN 


Storage constitutes a key component of any computing system. The storage system needs to provide 
sufficient capacity, deliver high performance, and meet these goals in an energy-efficient manner. The 
energy-efficiency of the storage system is paramount across the spectrum of computing environments, 
from mobile handheld devices to entire data centers. The advent of Solid-State Disks (SSDs) has 
played an important role towards realizing such high-performance, energy-efficient storage systems. 


7.3.1 OVERVIEW OF SOLID-STATE DISKS 


An SSD is a device that uses a Non-Volatile Memory as the storage medium. Current SSDs use 
NAND Flash as the NVM. Unlike a Hard Disk Drive (HDD), which is an electro-mechanical 
device with a rotating spindle and moving arms, an SSD has no moving parts. As a result, an SSD 
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typically dissipates much less power and heat than an HDD, makes no acoustic noise, and is tolerant 
to shock and vibrations. SSDs also use traditional storage interfaces, such as SCSI and SATA, and 
can therefore be used as drop-in replacements for HDDs. 


Flash 
Chip 


Processor 


Host 
Interface 


Controller 





Figure 7.1: Solid-State Disk Architecture. Image Adapted from [4]. 


The overall architecture of an SSD is given in Figure 7.1. The SSD consists of several Flash 
memory chips that are connected to a controller. An enterprise SSD may contain more than one 


controller. The SSD also contains DRAM memory that is used a cache and the storage interface 
(e.g., SATA). A detailed discussion on the architecture of SSDs is given in [4] and [27]. 


7.3.2 THE FLASH TRANSLATION LAYER (FTL) 


The idiosyncrasies of Flash memory, such as its inability to do efficient in-place writes, break the 
conventional block-based device abstraction that rotating magnetic disk drives have provided to 
the other layers of the system stack. Furthermore, there is an asymmetry in the read, write, and 
erase latencies to Flash memory that further complicates Flash memory management. (The typical 
read, write, and erase latencies of an SLC Flash chip are approximately 25 microseconds, 200 
microseconds, and 1.5 milliseconds, respectively [170]). Since one of the key requirements of SSDs 
has been to support standard storage interfaces and therefore serve as drop-replacements for HDDs, 
it is important to handle these Flash-specific behaviors behind the storage interface. This is done 
via a Flash Translation Layer (FTL) within the SSD. The key components of an FTL include: 


* Logical Block Map: Since each write to a Logical Block Address (LBA) of the disk results in 
a different Flash memory page being written, we need to translate the LBA to the appropriate 
physical Flash page. This translation is provided by means of a mapping table. This mapping 
table is stored in the DRAM memory of the SSD to provide efficient read/write access and 
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is reconstructed at system startup [4]. The target Flash memory page for each LBA write is 
selected from an allocation pool of free pages that is maintained by the FTL. 


Garbage Collection: Due to the copy-on-write nature of writes to Flash memory, each write 
to an LBA leaves behind a older version of the Flash page that is no longer valid. In order to 
prevent such stale pages from reducing the available capacity of the SSD, the FTL invokes 
garbage collection to erase the blocks containing such stale pages and add those blocks to the 
allocation pool. Since Flash memory blocks may contain a mix of stale and valid pages, the 
valid pages may first have to be moved to blocks that are already in the erased state as part of 
the garbage collection process. 


Wear Leveling: Flash memory cells have limited endurance due to the write and erase oper- 
ations. This limited endurance is primarily due to the trapping of charges in the tunnel oxide 
of the Flash memory cell. Due to this limited endurance, the FTL distributes the write and 
erase operations evenly over all the blocks in the SSD using a wear leveling algorithm. One 
of the key design issues in the FTL is to strike a balance between efficient garbage collection, 
which can induce several write and erase operations on Flash, and wear leveling, whose goal 
is to extend the lifetime of the memory cells. A detailed survey of wear leveling algorithms 
for Flash memory and techniques that balance wear leveling with garbage collection is given 


in [45]. 


7.4 FTLAND SSD DESIGN OPTIMIZATIONS WITH 
STORAGE-CLASS MEMORY 


The use of an SCM in lieu of Flash memory offers several advantages. First, the ability to perform 
efficient in-place writes can greatly simplify the design of the FTL by eliminating the need for the 
Logical Block Map and garbage collection. This property of SCMs can also simplify the storage 
requirements for implementing wear leveling [154]. The higher write endurance of certain SCMs, 
such as PCM and STT-RAM, can reduce the need for implementing complex wear-leveling algo- 
rithms and boost overall reliability. Finally, the lower latency of certain SCMs (e.g., PCM) can boost 
overall storage performance compared to Flash-based SSDs. 

There are two choices for incorporating an SCM into an SSD: (1) replace all the Flash 
memory in the SSD with SCM; (2) build an SSD that has both SCM and Flash memory. While 
both approaches are technically valid, replacing all the Flash with an SCM mandates that the cost- 
per-Gigabyte of the SCM be low enough to be competitive with regard to both performance and 
capacity. Given past trends in memory and storage technologies, it is unlikely that an SCM will reach 
the commodity price point soon after it is introduced into the market. A more likely scenario is for 
a Flash-based SSD to be augmented with a smaller amount of SCM (to minimize costs), similar to 
how NAND Flash was initially used in conjunction with rotating media as "hybrid" drives before 
the price-per-Gigabyte of Flash became competitive enough for it to be used as the sole storage 
medium within a drive. 
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In the discussion that follows, we will first discuss how augmenting an SSD with an SCM 
can benefit storage design and discuss how such a change to the architecture can impact storage 
interfaces and the software stack. We will consider the case of an SCM-only SSD in Section 7.4.3. 


7.4.1 ADDRESSING THE SMALL-WRITE PROBLEM OF FLASH SSDS 


Since writes to Flash are generally performed at the granularity of entire pages, writing data that 
is smaller than a page results in inefficient use of storage capacity. Furthermore, the slow write 
speeds and the inability to perform efficient in-place writes to Flash can seriously degrade the 
performance and reliability of SSDs. Such frequent small-writes are the result of operations such as 
metadata and log-file updates and are common data patterns in many enterprise applications. The 
byte-addressability, lower latency, and the in-place update capabilities of SCM can be leveraged to 
address the small write problem in SSDs. 

There have been prior studies into augmenting a Flash-based SSD with a small amount of 
SCM to optimize file metadata access. Doh et al. [38] proposed an architecture called Metadata in 
NVRAM (MiNV), where file metadata is stored on the SCM and the file data on Flash. In order to 
use such an SSD, they designed a custom file system called MiNVFS and demonstrated performance 
gains and a reduction in the number of Flash erase operations. Similarly, Kim et al. [84] proposed 
to use the SCM to store code and file metadata and use Flash for file data storage and proposed 
an FTL called Hybrid FTL (bFTL) to manage the space. While all these approaches leverage the 
benefits of SCM, they require modifications to the file system and/or the block-device interface to 
separate the metadata accesses on the SCM and the file data accesses on Flash. 

Smullen et al. [191] proposed to use SCM as a non-volatile merge cache for the Flash portion 
of an enterprise SSD. The basic idea is to replace the DRAM memory in the SSD with an SCM and 
use that SCM to house the FTL Logical Block Map and also as a buffer for writes that are smaller 
than a Flash page, coalescing writes to the same LBA, and then stage the writes from the SCM to 
Flash at a later time. Non-volatile merge caching does not require changes to the file system or the 
block-device interface and can improve performance (due to the lower write latencies offered by the 
SCM) and reduce the number of erases compared to a Flash-only SSD due to the in-place write 
property SCMs. 

The architecture of the SSD with the SCM-based merge cache is shown in Figure 7.2. The 
SCM houses the FTL data structures (e.g., the Logical Block Map), the merge cache, and auxiliary 
bookkeeping structures that are used to manage the merge cache. Each entry in the Logical Block 
Map on the SCM stores a bit that indicates whether any sectors (1 sector = 512 bytes) within a page 
reside in the merge cache. An inverted index is used to map a physical sector within the SCM to an 
LBA. If the inverted index contains an entry for a given LBA, its location in the merge cache is given 
by the entry’s SCM physical sector. The SRAM within the SSD controller is used to cache portions 
of the inverted index. On an I/O request to the SSD, the FTL is consulted to check whether the 
requested data is housed in the Flash portion of the SSD or in the merge cache. If the data is in 
the merge cache, the SRAM cache is probed using the logical page address to find the merge cache 
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Figure 7.2: Read/Write Data Access Path for a Flash SSD with a Non-Volatile Merge Cache. Image 
Source: [191]. 


entry for that page. On a merge cache miss, a linear search of the inverted index is performed to 
reconstruct the missing cache entry. 


7.4.2 NEW SSD INTERFACES 


Traditional storage stacks are designed based on storage device abstractions that are representative 
of HDDs (rotating disks and moving arms). However, these abstractions are no longer applicable 
when the underlying storage medium is a non-volatile memory (Flash or SCM). When SSDs 
were introduced into the market, the goal was to design them such that they provided backward 
compatibility with their HDD counterparts so that one can use SSDs as drop-in replacements. 
However, as the share of the overall market has grown for SSDs and with the advent of SCM 
technologies, there has been growing interest in revisiting the design of the storage stack in light of 
the new abstraction they provide. 

One example of an SSD-specific extension to the drive interface is the trim command. The 
trim command improves performance by allowing the operating system to indicate to the SSD the 
blocks that correspond to files that have been deleted. The SSD can then use this information to 
optimize the garbage collection process. Prabhakaran et al. [149] explored the use of a transactional 
interface for Flash-based SSDs. They proposed a cyclic commit protocol that requires less storage 
overheads than traditional commit protocols and also a file system that can leverage their transactional 
interface. Given that the FTL decouples the logical block addresses from their physical mapping on 
the SSD and the management of the stored data is done by the FTL, there have also been proposals to 
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use a semantically richer object-based storage interface for SSDs, rather than block-based interfaces 
that are more germane to HDDs [2]. 

While the trim command is supported by several SSD vendors, the more radical changes 
proposed in the research literature will require more extensive changes to the software stack and 
therefore give rise to backward compatibility issues. Replacing Flash with an SCM (either partly 
or completely) can have a significant impact on storage interfaces and software. The next section 
considers a case study of one such prototype SSD - Onyx - that uses Phase Change Memory as the 
underlying storage medium. 


7..5 CASE STUDY: THE ONYX PCM-BASED SSD 


Developing hardware prototypes is an important part of computer architecture and systems research. 
As non-volatile memory technologies mature from research to production, it is important to study 
how real chips that use those technologies will behave when used in building a hardware device. 
One of the first efforts into prototyping and studying a SSD that uses SCM as the storage medium 
is the Moneta project at the University of California, San Diego [28]. Moneta uses DRAM chips to 
emulate next-generation Phase Change Memory, similar to those discussed in the previous chapters. 
A key insight from evaluating Moneta is that the operating system, which is designed under the 
assumption that disks are slow, can become a significant bottleneck to I/O performance when the 
underlying storage medium is PCM. Their work demonstrated that future SSDs will require a co- 
design of the hardware and the software, with careful thought to the interface provided by the SSDs 
and the data structures and algorithms used in the software part of the storage stack. 

In their follow-up work, the UCSD researchers developed a prototype SSD, called Onyx, 
which is based on the Moneta architecture and software stack, but with real Micron™ PCM chips [5]. 
These PCM chips use a NOR Flash style interface. The architecture of Onyx is given in Figure 
7.3. Onyx consists of several PCM memory modules, each of which is composed of several 16 MB 
PCM chips. A pair of memory modules are connected to a PCM memory controller. In addition 
to managing the PCM chips, each memory controller also implements Start-Gap wear leveling 
(discussed in Section 4.3). Request scheduling and communication with the memory modules is 
performed by the Onyx controller (labelled as “Brain" in the Figure). 

The performance of Onyx vis-a-vis a Flash-based FusionIO™ ioDrive and Moneta is given 
in Figure 7.4. While the graphs indicate that Onyx is slower than Moneta, since the PCM chips 
currently available are slower than those that are projected for the future (which Moneta emulates), 
Onyx provides better performance than the Flash-based SSD for a wide range of read and write 
request sizes. The exception is for large write sizes, where the ioDrive provides higher performance. 
The authors attribute this trend to the greater write bandwidth of ioDrive. The authors also find that 
the CPU overhead with Onyx is less than with the ioDrive, since the latter requires a CPU-intensive 
driver whereas Onyx does not. 
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Figure 7.3: Architecture of Onyx. (Image adapted from [5].) 


7.4.4 DISCUSSION 


As the roadmap for Flash memory scaling approaches its end, we are likely to witness an evolutionary 
change in SSD architectures from Flash-based devices to those that use SCM. SCMs will continue 
to provide the energy-efficiency and density benefits that Flash has provided, while also paving the 
way for improvements in performance and endurance. However, the shift to SCM-based SSDs will 
also make it increasingly difficult to preserve the legacy block-based storage interfaces and operating 
systems code that assumes abstractions that are representative of slow electro-mechanical HDDs, 
as the Moneta and Onyx projects have demonstrated. This is likely to spur further research into 
storage interfaces and architectures and a change in the storage standards as SCMs gain traction in 
the storage market. 
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Figure 7.4: Onyx Performance for various read and write request sizes. (Figure adapted from [5].) 


7.5 IMPLICATIONS OF MEMORY SYSTEM 
NON-VOLATILITY ON SYSTEM DESIGN 


Rotating magnetic disks, Flash memory, and SCMs share one fundamental property - they are all 
non-volatile. Moreover, in a typical memory hierarchy, all the layers above storage are volatile, since 
they use SRAM and DRAM for high performance, whereas the storage system (which could itself 
be a hierarchy consisting of SSDs, rotating disks, and tape) is non-volatile. This abstract view of 
the memory hierarchy has been the basis for computer architecture and systems software design for 
many years. For example, in order to put a machine into hibernation to save power, the contents 
of main memory have to be written to disk before the system enters that state. However, the use 
of an SCM at the cache or main memory levels of the hierarchy breaks this boundary between the 
volatile and non-volatile layers, thereby altering the abstraction of the memory hierarchy itself. This 
fundamental change in the definition of the memory hierarchy can have a significant impact on 
computer architecture and software systems. 

We now discuss three different scenarios where the non-volatility property of SCMs can affect 
system design, with one case study of each from the literature. The first scenario we discuss deals 
with file system design when main memory is non-volatile. The second scenario we present relates 
to how non-volatility can impact the interface that the memory system provides to software. Here 
we discuss the design of a persistent object store that uses SCM rather than a disk. The final scenario 
relates to non-volatility as a design knob in hardware, where retention time can be traded off for 
improvements in performance and power. 


7.5.4 FILE SYSTEM DESIGN 


File systems are designed based on the assumption that main memory is fast, byte-addressable, and 
volatile whereas storage is slow, block-addressable, and non-volatile. For example, file systems use 
main memory as a buffer cache for data read from and to be written to disk but require data to be 
explicitly flushed to disk in order to consider a write to have committed. T'he use ofan SCM in main 
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explicitly flushed to disk in order to consider a write to have committed. The use of an SCM in main 
memory blurs these distinctions. Condit et al. [36] demonstrate how one can build a file system for a 
machine that uses SCM in main memory. Their file system, called BPFS, has two design highlights: 


* BPFS uses an architecture where both DRAM and an SCM are co-located and are addressable 
by the CPU, with the physical address space partitioned between the two regions. BPFS places 
file system data structures that require persistence (i.e., non-volatility) on the SCM whereas 


DRAM is used for other data. 


Since non-volatility at the main memory level introduces a characteristic that is not present in 
systems that do not use an SCM, extra care needs to be taken to ensure that writes to SCM, 
which are persistent, do not leave main memory in an inconsistent state after a power failure 
or a system crash. For example, in most computer architectures, caches reorder writes to main 
memory to improve performance. However, the ordering of writes becomes a critical issue 
when the memory being written to is an SCM. BPFS assumes hardware support for atomicity 
and ordering. Ordering is provided through Epoch Barriers, which allow writes within a barrier 
to be reordered but the epochs themselves are serialized and written in order to memory. 
Hardware support for failure atomicity is provided through a capacitor in the SCM memory 
module. In the event of a power failure, writes to the SCM that are at most 8 bytes in size are 
guaranteed to complete. 


BPFS uses the memory system architecture and the hardware support for atomicity and 
ordering to implement a variant of shadow paging called Short Circuit Shadow Paging (SCSP). 
Shadow paging [123] is a technique for facilitating crash recovery and is illustrated in Figure 7.5(a). 
In shadow paging, every write to a data item results in a copy-on-write. In the case of a file system 
tree, a write to the file data (which are at the leaves of the tree), will result in a copy-on-write, as the 
Figure indicates. Then the write to the internal node that points to the leaves will again result in a 
copy-on-write and so on till the root node of the file system is updated. Therefore, a system crash at 
any point of time before the creation of the new root node will not affect the state of the file system. 
However, the key drawback of shadow paging is the fact that every data write will trigger multiple 
copy-on-writes, from the leaves, all the way up to the root of the tree. 

SCSP reduces the overheads of shadow paging by leveraging the fact that failure atomicity is 
guaranteed by the use of the capacitor on the SCM memory module and therefore writes that are 
8 bytes or less can be done in-place, instead of requiring a copy-on-write. This is shown in Figure 
7.5(b). The file system operations are implemented using epoch barriers to specify the ordering 
constraints. These ordering constraints are enforced by pinning epochs within the volatile cache 
hierarchy and serializing their updates to main memory based on their epoch sequence numbers. 


7.5.2 THE SOFTWARE INTERFACE TO SCM 


In the previous section, we discussed how blurring the distinctions between main memory and 
storage can affect file system design. More generally, the non-volatility of SCMs coupled with 
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(a) Conventional Shadow Paging (b) Short Circuit Shadow Paging (SCSP). 


Figure 7.5: Shadow Paging in BPFS. The numbers indicate the sequence in which the nodes of the file 
system tree are updated. The solid arrows correspond to the pointers before the update to data blocks B 


and the dashed arrows are the pointers after the update. (Images adapted from [36] and their conference 
talk slides.) 


their byte-addressability raises questions about the interface that the memory system provides to 
software. One possibility that several researchers have recently considered is to leverage the properties 
of SCM to implement a transactional interface, with full ACID (Atomicity, Consistency, Isolation, 
Durability) semantics [35,203,204]. Persistent object stores are useful for several applications, such as 
search engines, bioinformatics workloads, and scientific computing [176]. Prior work on persistent 
object stores have attempted to provide the ability to create and manipulate data structures with 
transactional semantics without the need for a DBMS [176, 178]. Providing transactional semantics 
facilitates recoverability from system crashes and providing this guarantee without having to use 
an entire DBMS provides ease of use and reduces performance overheads. These persistent object 
stores were designed under traditional system assumptions that rotating disks are the only non- 
volatile storage medium and therefore required movement of data between main memory and disk 
to provide persistence (non-volatility). Using SCM in the memory system relaxes the need to serialize 
and deserialize the data between memory and disk and can facilitate the design of persistent data 
structures using a programming interface that is similar to that used in conventional volatile memory 
systems for manipulating data structures. We now consider a case study of a specific persistent object 
store designed for SCMs called NV-Heaps [35]. 

The high-level design of NV-Heaps is shown in Figure 7.6. NV-Heaps implements a persis- 
tent object store that programmers can access via an application-level interface. This interface allows 
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Figure 7.6: Design of NV-Heap based system. (Image redrawn from [35].) 


programmers to allocate memory and explicitly designate whether the memory allocated is to be 
non-volatile (i.e., on SCM) or volatile. While the use of an SCM provides persistence, achieving 
ACID semantics requires a logging mechanism to undo/redo transactions in the event of a sys- 
tem crash or power failure. NV-Heaps uses a logging mechanism similar to those used in software 
transactional memory systems [97]. 

In addition to implementing a persistent object store that provides low-level access to SCM, 
NV-Heaps also attempts to reduce the likelihood of pointer safety errors by enforcing certain restric- 
tions on the types of pointers that can be created. For example, NV-Heaps disallows having pointers 
from objects in the non-volatile heap to those in the volatile heap, since those pointers will lead to 
dangling references when the program completes or across a system reboot. Finally, NV-Heaps uses 
garbage collection to reclaim the space occupied by dead objects. 

In terms of operating system and hardware support, NV-Heaps are treated as ordinary files by 
the underlying file system. Opening an NV-Heap results in mmap () -ing of the corresponding file into 
the address space of the application that invokes the call to open the NV-Heap. NV-Heap assumes 
the availability of epoch barriers (discussed in Section 7.5.2) to provide atomicity and consistency 
to provide transactional semantics. 


7.5.3 NON-VOLATILITY AS A DESIGN KNOB 


Having discussed software and programmability issues, we now look at non-volatility from a different 
angle. The discussion that follows summarizes the work from the literature that exists for a specific 
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Non-Volatile Memory, namely, STT-RAM. However, the ideas discussed here might be applicable 
other NVMs too. 

Any memory technology can be characterized using several figures-of-merit, including: per- 
formance (access times), density (memory cell size), leakage and dynamic power consumption, en- 
durance, and the data retention time. Data retention time is the amount of time for which the data in 
the memory cell is preserved when the external power source is removed and is therefore a measure 
of non-volatility. SCMs are usually designed for retention times of approximately 10 years. While 
long retention times are critical when SCMs are used in the storage system, which have stringent 
long-term data preservation requirements, they are less critical for caches and main memory. Smullen 
et al. [192] demonstrated that retention time can be traded off for improvements in performance and 
write energy in ST T-RAM to build high-performance, low-power caches for a multicore processor. 
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Figure 7.7: A comparison of Non-Volatile Memory Technologies to SRAM. Image Source: [192]. 


Figure 7.7 compares three non-volatile memories - STT-RAM, PCM, and Flash - to SRAM 
along several figures of merit. The outer boundary of the spider chart represents the ideal charac- 
teristics of an “Universal Memory". The thick black line corresponds to SRAM. The data for this 
spider chart was obtained from the ITRS Roadmap and other publications on these memory tech- 
nologies [8]. As this figure indicates, while the non-volatile memories provide significant density 
and leakage power advantages over SRAM, they do not have the high performance and endurance 
of SRAM. Among the NVMs, STT-RAM has the highest endurance and is therefore the most 
suitable for use in the higher layers of the memory system (e.g., caches), since it can withstand the 
higher write intensities experienced by those layers. However, STT-RAM suffers from high write 
energies and significantly slower writes than SRAM. 

STT-RAM uses Magnetic Tunnel Junctions (MTJs) as their storage element, as explained 
in Section 1.3. Data is stored in an MTJ as the relative orientation of the magnetization of the 
pinned and free layers. STT-RAM uses spin-transfer torque to change the magnetic orientation of 
the free layer by passing a large, directional write current through the MTJ. The switching process 
is regulated by a thermally controlled stochastic process and therefore the free layer could flip at 
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Figure 7.8: Benefits of Reducing the Non-Volatility of STT-RAM. Image Source: [192]. 


anytime. However, the magnetic properties and device size of the MT] are chosen to minimize the 
likelihood of such an event. 

The retention time of an MT] is determined by its thermal stability. A high thermal stability 
means that the memory cell is unlikely to suffer from random bit flips. However, the drawback of 
a high thermal stability is that a large write current and/or long write times are required to change 
the state of the MTJ. On the other hand, a lower stability can reduce the write current and latency, 
but at the cost of lower retention time. This tradeoff is visually depicted in Figure 7.8. A memory 
array designed with such reduced-retention ST T-RAM cells can provide low latency access, which 
is important for caches, although the short retention time can lead to premature data loss. In order 
to avoid data loss, Smullen et al. proposed a DRAM-style refresh mechanism which periodically 
reads all cache lines and writes them back. The refresh frequency is chosen based on the retention 
time of the cells used for the memory arrays and the capacity of the caches. 


Implications for System Design: A key implication of this work is that it is indeed possible to use 
an SCM for caches, leveraging the leakage power and density benefits they offer, without sacrificing 
performance or dynamic power. This paves the way for non-volatility at several levels of the memory 
hierarchy and therefore provides a new abstraction of the memory system. This new abstraction can 
bring both benefits and challenges to designing systems. For example, the buffering of epochs in 
volatile caches before releasing them into the SCM main memory in BPFS that we discussed in 
Section 7.5.1 no longer provides the same guarantees in a machine that has non-volatile caches and 
therefore warrants a further rethinking of file system design. Moreover, since retention time is traded 
off to gain performance and energy benefits, non-volatility is no longer a single value (say, 10 years), 
but is now a variable. Therefore, the degree of non-volatility becomes a new metric in defining the 
configuration of the cache hierarchy. While all layers of the hierarchy will be non-volatile to some 
extent, those that are closer to the processor will have a lower degree of non-volatility (due to the 
need for higher performance) whereas those farther away will have higher degrees of non-volatility. 
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This new abstraction of the memory hierarchy can have interesting implications on the design of 
software systems. 


7.5.4 DISCUSSION 


The presence of non-volatility in erstwhile volatile layers of the memory hierarchy is a fundamental 
design change. We have outlined some ofthe research on the design of software systems that leverage 
this property to construct file systems and persistent object stores. We have presented ideas related 
to using non-volatility as a design knob to architect high-performance and energy efficient memory 
hierarchies. As several of these works have indicated, effectively leveraging SCMs to at the system 
level requires careful co-design across the device, architecture, and the software layers. 
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